
Automation products available:

� PumpExpert
� Hyamaster
� hyatronic

Type Series Booklet 50 and 60 Hz
1220.5/2-10 G2 Etanorm SYA/Etanorm-RSY

Thermal Oil /
Hot Water Pumps

Fields of Application
Etanorm SYA/Etanorm-RSY pumps are used in heat transfer
systems (DIN 4754) or in hot water circulation systems.

Operating Data
Thermal oil Hot water

Q
H

up to 1900 m3/h, 528 l/s
up to 102 m

t -30 �C to +350 �C up to +180 �C
p2 1) up to 16 bar

1) see pressure/temperature limits, page 5

Design
Horizontal volute casing pump, single-stage (pump size
125-500/2 double-stage), with ratings and main dimensions to
EN 733 up to DN 200 / extension Etanorm-RSY, with bearing
bracket, in back pull-out design.
Volute casing and impeller or casing cover with replaceable
wear rings.
Volute casing with integrally cast pump feet.

Bearings
Coupling side: grease-lubricated deep-groove ball bearing
Impeller side: product-lubricated carbon bearing

Shaft Seal
Mechanical seal to EN 12756.

Materials
Volute casing Nodular cast iron JS1025 2)

Discharge cover Nodular cast iron JS1025 2)

Shaft Chrome steel 1.4021.05 HRC 55/1.4057
Impeller Grey cast iron JL1040 3)

Wear rings Grey cast iron GG
Bearing bracket Nodular cast iron JS1025 2)

2) to EN 1563: GJS-400-18-LT
3) to EN 1561: GJL-250

Certification
Certified quality management ISO 9001.

Designation
EN(RSY) 80 - 160 66 (6239) S Y A *)

Type series Etanorm
Pump size, e.g.
Actual impeller diameter - 100 mm,
e.g. 166 mm =
(Angular reduction of impeller vanes, e.g.
Etanorm 80-160 actual diameter 162/139 mm)=
Casing material nodular cast iron JS1025 2)

Thermal oil/Hot water variant
*) for Etanorm SYA only

Accessories
Drive 4)

Surface-cooled KSB-IEC three-phase squirrel cage motor
Winding: up to 2.2 kW 220-240 V/380-420 V

for 3 kW and above 380-420 V/660-725 V
Design: IM B3
Enclosure: IP 55
Thermal class: F with temperature sensors:

3 PTC thermistors
Operating mode: continuous operation S1
or
surface-cooled three-phase squirrel cage motor as described
above, but West European brand to KSB�s choice.

Coupling
Flexible coupling with/without spacer sleeve

Contact guard
Coupling guard as per EN 294.

Baseplate
Folded sectional steel / steel plate; welded sectional steel for
the complete unit (pump and motor) in torsion-resistant design
4) If the electric motor is supplied by the customer, the cooling airmust flow

in axial direction towards the pump side!
Air velocity � 3 m/s, measured at the drive-end bearing end plate
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n = 2900 1/min

n = 1450 1/min
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n = 3500 1/min

n = 1750 1/min



Etanorm-RSY

Connecting dimen-
sions and power rat-
ings to EN 733

Casing wear rings
service-friendly, no
wear on the casing/
impeller

Impeller with optimized
hydraulics, excellent effi-
ciencies

Back pull-out design:
easy dismantling, the
casing may remain in
the pipeline when the
pump is dismantled

Hydraulically balanced
impellers, little axial
thrust on the shaft bear-
ings, long service life

Product-lubricated anti-seize
carbon bearing, high operating
reliability

Support foot
rigid and firm, even in case
of high external loads the
shaft is only slightly dis-
placed in the coupling area.

Reliable standardized
mechanical seal,
maintenance-free

Robust deep-groove
ball bearing, grease-
lubricated, for a long
service life

No cooling water required,
long cooling-down distances,
large cooling fins

Long distance between
bearings, low bearing loads
and low operating tempera-
tures, long bearing life

Pressure boundary designed
for 16 bar, made of ductile
nodular cast iron

Etanorm SYA/Etanorm-RSY
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Benefits at a glance
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Fluid handled Application limits 1) Materials
Casing/Impeller

Shaft seal
Mechanical seal

Reference code
(Etanorm SYA only)

Notes

Nodular cast iron /
Grey cast iron

AQ1VGG

S 8

Hot water 2) t � +180 �C
p � 16 bar

x x SYA 8

Thermal oil on
mineral oil basis

t � -30 to +350 �C
p � 16 bar

x x SYA 8

Thermal oil 3) on
synthetic basis

t � -30 to +350 �C
p � 16 bar

x x SYA 8

1) Inlet pressure must not fall below atmospheric pressure.
2) Low-salt or fully desalinated water to VdTÜV specification/AGFW specification TCN 1466 (VdTÜV) 5/15 (AGFW) edition 02.89
3) Pumps not suitable for handling synthetic heat transfer media of the diphenyl group

Pressure and Temperature Limits
Etanorm SYA/Etanorm-RSY Fluid temperature Inlet pressure p1 � 1 bar Discharge pressure p2 4)

Thermal oil -30 to +350 �C up to 10 bar up to 16 bar

Hot water up to +180 �C up to 12 bar 5) up to 16 bar

4) The sum of inlet pressure and head at zero flow point must not exceed 16 bar or the values given in the diagram.
5) Etanorm SYA 150-315 and 150-400: up to 10 bar

Pressure/temperature diagram for flanges to EN 1092-2
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Etanorm SYA 32-125.1 -- 32-160

Fig. A

Tolerances of connecting dimensions as per EN 735

mm

Etanorm Motor Fig.

SYA 1 / min

1450 1750 2900 3500 Sizes

kW

DN1 DN2 a b1 b2 b3 f h1 h2 i l1 l2 l3 l1 l2 l3 x
32-125.1 0.55 0.55 -- -- 80 A 50 32 80 450 240 300 360 212 140 100 860 650 710 950 740 800 100

-- -- 0.55 -- 71 A 50 32 80 450 240 300 360 212 140 100 860 650 710 950 740 800 100

-- -- 0.75 -- 80 A 50 32 80 450 240 300 360 212 140 100 860 650 710 950 740 800 100

-- -- 1.1 1.1 80 A 50 32 80 450 240 300 360 212 140 100 860 650 710 950 740 800 100

-- -- 1.5 1.5 90S A 50 32 80 450 240 300 360 212 140 100 860 650 710 950 740 800 100

-- -- 2.2 2.2 90L A 50 32 80 450 240 300 360 212 140 100 950 740 800 1050 840 900 100

-- -- 3.0 3.0 100L A 50 32 80 450 240 300 360 212 140 100 1050 840 900 1150 940 1000 100

-- -- -- 4.0 112M A 50 32 80 450 240 300 360 212 140 100 1050 840 900 1150 940 1000 100

-- -- -- 5.5 132S A 50 32 80 450 240 300 360 212 140 100 1050 840 900 1150 940 1000 100

32-160.1 0.55 0.55 -- -- 80 A 50 32 80 450 240 300 360 232 160 100 860 650 710 950 740 800 100

-- 0.75 -- -- 80 A 50 32 80 450 240 300 360 232 160 100 860 650 710 950 740 800 100

-- 1.1 -- -- 90S A 50 32 80 450 240 300 360 232 160 100 860 650 710 950 740 800 100

-- -- 1.5 -- 90S A 50 32 80 450 240 300 360 232 160 100 860 650 710 950 740 800 100

-- -- 2.2 2.2 90L A 50 32 80 450 240 300 360 232 160 100 950 740 800 1050 840 900 100

-- -- 3.0 3.0 100L A 50 32 80 450 240 300 360 232 160 100 1050 840 900 1150 940 1000 100

-- -- 4.0 4.0 112M A 50 32 80 450 240 300 360 232 160 100 1050 840 900 1150 940 1000 100

-- -- -- 5.5 132S A 50 32 80 450 240 300 360 232 160 100 1050 840 900 1150 940 1000 100

-- -- -- 7.5 132S A 50 32 80 450 240 300 360 232 160 100 1050 840 900 1150 940 1000 100

32-200.1 0.55 -- -- -- 80 A 50 32 80 450 240 300 360 260 180 100 860 650 710 950 740 800 100

0.75 0.75 -- -- 80 A 50 32 80 450 240 300 360 260 180 100 860 650 710 950 740 800 100

1.1 1.1 -- -- 90S A 50 32 80 450 240 300 360 260 180 100 860 650 710 950 740 800 100

-- 1.5 -- -- 90L A 50 32 80 450 240 300 360 260 180 100 950 740 800 1050 840 900 100

-- 2.2 -- -- 100L A 50 32 80 450 240 300 360 260 180 100 1050 840 900 1150 940 1000 100

-- -- 3.0 -- 100L A 50 32 80 450 240 300 360 260 180 100 1050 840 900 1150 940 1000 100

-- -- 4.0 -- 112M A 50 32 80 450 240 300 360 260 180 100 1050 840 900 1150 940 1000 100

-- -- 5.5 5.5 132S A 50 32 80 450 240 300 360 260 180 100 1050 840 900 1150 940 1000 100

-- -- 7.5 7.5 132S A 50 32 80 450 240 300 360 260 180 100 1050 840 900 1150 940 1000 100

-- -- -- 11.0 160M A 50 32 80 500 280 350 360 260 180 100 1270 1060 1120 1270 1060 1120 100

-- -- -- 15.0 160M A 50 32 80 500 280 350 360 260 180 100 1270 1060 1120 1270 1060 1120 100

32-160 0.55 0.55 -- -- 80 A 50 32 80 450 240 300 360 232 160 100 860 650 710 950 740 800 100

-- 0.75 -- -- 80 A 50 32 80 450 240 300 360 232 160 100 860 650 710 950 740 800 100

-- 1.1 -- -- 90S A 50 32 80 450 240 300 360 232 160 100 860 650 710 950 740 800 100

-- -- 2.2 -- 90L A 50 32 80 450 240 300 360 232 160 100 950 740 800 1050 840 900 100

-- -- 3.0 3.0 100L A 50 32 80 450 240 300 360 232 160 100 1050 840 900 1150 940 1000 100

-- -- 4.0 4.0 112M A 50 32 80 450 240 300 360 232 160 100 1050 840 900 1150 940 1000 100

-- -- -- 5.5 132S A 50 32 80 450 240 300 360 232 160 100 1050 840 900 1150 940 1000 100

-- -- -- 7.5 132S A 50 32 80 450 240 300 360 232 160 100 1050 840 900 1150 940 1000 100

DN = EN 1092-2/DN.../PN 16/21/JS1025/B
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Etanorm SYA 32-200 -- 40-200

Fig. A

Tolerances of connecting dimensions as per EN 735

mm

Etanorm Motor Fig.

SYA 1 / min

1450 1750 2900 3500 Sizes

kW

DN1 DN2 a b1 b2 b3 f h1 h2 i l1 l2 l3 l1 l2 l3 x
32-200 0.55 -- -- -- 80 A 50 32 80 450 240 300 360 260 180 100 860 650 710 950 740 800 100

0.75 -- -- -- 80 A 50 32 80 450 240 300 360 260 180 100 860 650 710 950 740 800 100

1.1 1.1 -- -- 90S A 50 32 80 450 240 300 360 260 180 100 860 650 710 950 740 800 100

-- 1.5 -- -- 90L A 50 32 80 450 240 300 360 260 180 100 950 740 800 1050 840 900 100

-- 2.2 -- -- 100L A 50 32 80 450 240 300 360 260 180 100 1050 840 900 1150 940 1000 100

-- -- 4.0 -- 112M A 50 32 80 450 240 300 360 260 180 100 1050 840 900 1150 940 1000 100

-- -- 5.5 -- 132S A 50 32 80 450 240 300 360 260 180 100 1050 840 900 1150 940 1000 100

-- -- 7.5 7.5 132S A 50 32 80 450 240 300 360 260 180 100 1050 840 900 1150 940 1000 100

-- -- 11.0 11.0 160M A 50 32 80 500 280 350 360 260 180 100 1270 1060 1120 1270 1060 1120 100

-- -- -- 15.0 160M A 50 32 80 500 280 350 360 260 180 100 1270 1060 1120 1270 1060 1120 100

40-160 0.55 -- -- -- 80 A 65 40 80 450 240 300 360 232 160 100 860 650 710 950 740 800 100

0.75 0.75 -- -- 80 A 65 40 80 450 240 300 360 232 160 100 860 650 710 950 740 800 100

1.1 1.1 -- -- 90S A 65 40 80 450 240 300 360 232 160 100 860 650 710 950 740 800 100

-- 1.5 -- -- 90L A 65 40 80 450 240 300 360 232 160 100 950 740 800 1050 840 900 100

-- 2.2 -- -- 100L A 65 40 80 450 240 300 360 232 160 100 1050 840 900 1150 940 1000 100

-- -- 3.0 -- 100L A 65 40 80 450 240 300 360 232 160 100 1050 840 900 1150 940 1000 100

-- -- 4.0 -- 112M A 65 40 80 450 240 300 360 232 160 100 1050 840 900 1150 940 1000 100

-- -- 5.5 5.5 132S A 65 40 80 450 240 300 360 232 160 100 1050 840 900 1150 940 1000 100

-- -- 7.5 7.5 132S A 65 40 80 450 240 300 360 232 160 100 1050 840 900 1150 940 1000 100

-- -- -- 11.0 160M A 65 40 80 500 280 350 360 260 160 100 1270 1060 1120 1270 1060 1120 100

-- -- -- 15.0 160M A 65 40 80 500 280 350 360 260 160 100 1270 1060 1120 1270 1060 1120 100

40-200 0.75 -- -- -- 80 A 65 40 100 450 240 300 360 260 180 100 860 650 710 950 740 800 100

1.1 -- -- -- 90S A 65 40 100 450 240 300 360 260 180 100 860 650 710 950 740 800 100

1.5 1.5 -- -- 90L A 65 40 100 450 240 300 360 260 180 100 950 740 800 1050 840 900 100

-- 2.2 -- -- 100L A 65 40 100 450 240 300 360 260 180 100 1050 840 900 1150 940 1000 100

-- 3.0 -- -- 100L A 65 40 100 450 240 300 360 260 180 100 1050 840 900 1150 940 1000 100

-- -- 5.5 -- 132S A 65 40 100 450 240 300 360 260 180 100 1050 840 900 1150 940 1000 100

-- -- 7.5 -- 132S A 65 40 100 450 240 300 360 260 180 100 1050 840 900 1150 940 1000 100

-- -- 11.0 11.0 160M A 65 40 100 500 280 350 360 260 180 100 1270 1060 1120 1270 1060 1120 100

-- -- 15.0 15.0 160M A 65 40 100 500 280 350 360 260 180 100 1270 1060 1120 1270 1060 1120 100

-- -- 18.5 18.5 160L A 65 40 100 500 280 350 360 260 180 100 1270 1060 1120 1400 1190 1250 100

-- -- 22.0 22.0 180M A 65 40 100 550 320 400 360 290 180 100 1400 1190 1250 1400 1190 1250 100

DN = EN 1092-2/DN.../PN 16/21/JS1025/B
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Etanorm SYA 40-250 -- 50-200

Fig. A

Tolerances of connecting dimensions as per EN 735

mm

Etanorm Motor Fig.

SYA 1 / min

1450 1750 2900 3500 Sizes

kW

DN1 DN2 a b1 b2 b3 f h1 h2 i l1 l2 l3 l1 l2 l3 x
40-250 1.1 -- -- -- 90S A 65 40 100 500 280 350 360 280 225 112 1050 840 900 1050 840 900 100

1.5 -- -- -- 90L A 65 40 100 500 280 350 360 280 225 112 1050 840 900 1050 840 900 100

2.2 2.2 -- -- 100L A 65 40 100 500 280 350 360 280 225 112 1050 840 900 1050 840 900 100

3.0 3.0 -- -- 100L A 65 40 100 500 280 350 360 280 225 112 1050 840 900 1050 840 900 100

-- 4.0 -- -- 112M A 65 40 100 500 280 350 360 280 225 112 1050 840 900 1050 840 900 100

-- 5.5 -- -- 132S A 65 40 100 500 280 350 360 280 225 112 1050 840 900 1150 940 1000 100

-- -- 11.0 -- 160M A 65 40 100 500 280 350 360 280 225 112 1270 1060 1120 1270 1060 1120 100

-- -- 15.0 -- 160M A 65 40 100 500 280 350 360 280 225 112 1270 1060 1120 1270 1060 1120 100

-- -- 18.5 -- 160L A 65 40 100 500 280 350 360 280 225 112 1270 1060 1120 1400 1190 1250 100

-- -- 22.0 -- 180M A 65 40 100 550 320 400 360 290 225 112 1400 1190 1250 1400 1190 1250 100

-- -- 30.0 -- 200L A 65 40 100 550 320 400 360 310 225 112 1400 1190 1250 1400 1190 1250 100

40-315 2.2 -- -- -- 100L A 65 40 125 500 280 350 470 325 250 112 1050 840 900 1150 940 1000 100

3.0 -- -- -- 100L A 65 40 125 500 280 350 470 325 250 112 1050 840 900 1150 940 1000 100

4.0 -- -- -- 112M A 65 40 125 500 280 350 470 325 250 112 1150 940 1000 1270 1060 1120 100

5.5 5.5 -- -- 132S A 65 40 125 500 280 350 470 325 250 112 1150 940 1000 1270 1060 1120 100

-- 7.5 -- -- 132M A 65 40 125 500 280 350 470 325 250 112 1270 1060 1120 1270 1060 1120 100

-- 11.0 -- -- 160M A 65 40 125 550 320 400 470 335 250 112 1400 1190 1250 1400 1190 1250 100

50-160 0.75 -- -- -- 80 A 65 50 100 450 240 300 360 260 180 100 860 650 710 950 740 800 100

1.1 1.1 -- -- 90S A 65 50 100 450 240 300 360 260 180 100 860 650 710 950 740 800 100

1.5 1.5 -- -- 90L A 65 50 100 450 240 300 360 260 180 100 950 740 800 1050 840 900 100

-- 2.2 -- -- 100L A 65 50 100 450 240 300 360 260 180 100 1050 840 900 1150 940 1000 100

-- 3.0 -- -- 100L A 65 50 100 450 240 300 360 260 180 100 1050 840 900 1150 940 1000 100

-- -- 5.5 -- 132S A 65 50 100 450 240 300 360 260 180 100 1050 840 900 1150 940 1000 100

-- -- 7.5 -- 132S A 65 50 100 450 240 300 360 260 180 100 1050 840 900 1150 940 1000 100

-- -- 11.0 11.0 160M A 65 50 100 500 280 350 360 260 180 100 1270 1060 1120 1270 1060 1120 100

-- -- -- 15.0 160M A 65 50 100 500 280 350 360 260 180 100 1270 1060 1120 1270 1060 1120 100

-- -- -- 18.5 160L A 65 50 100 500 280 350 360 260 180 100 1270 1060 1120 1400 1190 1250 100

-- -- -- 22.0 180M A 65 50 100 550 320 400 360 290 180 100 1400 1190 1250 1400 1190 1250 100

50-200 1.5 -- -- -- 90L A 65 50 100 450 240 300 360 260 200 100 950 740 800 1050 840 900 100

2.2 2.2 -- -- 100L A 65 50 100 450 240 300 360 260 200 100 1050 840 900 1150 940 1000 100

3.0 3.0 -- -- 100L A 65 50 100 450 240 300 360 260 200 100 1050 840 900 1150 940 1000 100

-- 4.0 -- -- 112M A 65 50 100 450 240 300 360 260 200 100 1050 840 900 1150 940 1000 100

-- 5.5 -- -- 132S A 65 50 100 450 240 300 360 260 200 100 1050 840 900 1150 940 1000 100

-- -- 11.0 -- 160M A 65 50 100 500 280 350 360 260 200 100 1270 1060 1120 1270 1060 1120 100

-- -- 15.0 -- 160M A 65 50 100 500 280 350 360 260 200 100 1270 1060 1120 1270 1060 1120 100

-- -- 18.5 -- 160L A 65 50 100 500 280 350 360 260 200 100 1270 1060 1120 1400 1190 1250 100

-- -- 22.0 22.0 180M A 65 50 100 550 320 400 360 290 200 100 1400 1190 1250 1400 1190 1250 100

-- -- -- 30.0 200L A 65 50 100 550 320 400 360 310 200 100 1400 1190 1250 1400 1190 1250 100

-- -- -- 37.0 200L A 65 50 100 550 320 400 360 310 200 100 1400 1190 1250 1400 1190 1250 100

DN = EN 1092-2/DN.../PN 16/21/JS1025/B
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Etanorm SYA 50-250 -- 65-200

Fig. A

Tolerances of connecting dimensions as per EN 735

mm

Etanorm Motor Fig.

SYA 1 / min

1450 1750 2900 3500 Sizes

kW

DN1 DN2 a b1 b2 b3 f h1 h2 i l1 l2 l3 l1 l2 l3 x
50-250 2.2 -- -- -- 100L A 65 50 100 500 280 350 360 280 225 112 1050 840 900 1050 840 900 100

3.0 -- -- -- 100L A 65 50 100 500 280 350 360 280 225 112 1050 840 900 1050 840 900 100

4.0 4.0 -- -- 112M A 65 50 100 500 280 350 360 280 225 112 1050 840 900 1050 840 900 100

-- 5.5 -- -- 132S A 65 50 100 500 280 350 360 280 225 112 1050 840 900 1150 940 1000 100

-- 7.5 -- -- 132M A 65 50 100 500 280 350 360 280 225 112 1150 940 1000 1270 1060 1120 100

-- 11.0 -- -- 160M A 65 50 100 500 280 350 360 280 225 112 1270 1060 1120 1270 1060 1120 100

-- -- 15.0 -- 160M A 65 50 100 500 280 350 360 280 225 112 1270 1060 1120 1270 1060 1120 100

-- -- 18.5 -- 160L A 65 50 100 500 280 350 360 280 225 112 1270 1060 1120 1400 1190 1250 100

-- -- 22.0 -- 180M A 65 50 100 550 320 400 360 290 225 112 1400 1190 1250 1400 1190 1250 100

-- -- 30.0 -- 200L A 65 50 100 550 320 400 360 310 225 112 1400 1190 1250 1400 1190 1250 100

-- -- 37.0 -- 200L A 65 50 100 550 320 400 360 310 225 112 1400 1190 1250 1400 1190 1250 100

50-315 3.0 -- -- -- 100L A 65 50 125 500 280 350 470 325 250 112 1050 840 900 1150 940 1000 100

4.0 -- -- -- 112M A 65 50 125 500 280 350 470 325 250 112 1150 940 1000 1270 1060 1120 100

5.5 -- -- -- 132S A 65 50 125 500 280 350 470 325 250 112 1150 940 1000 1270 1060 1120 100

7.5 7.5 -- -- 132M A 65 50 125 500 280 350 470 325 250 112 1270 1060 1120 1270 1060 1120 100

-- 11.0 -- -- 160M A 65 50 125 550 320 400 470 335 250 112 1400 1190 1250 1400 1190 1250 100

-- 15.0 -- -- 160L A 65 50 125 550 320 400 470 335 250 112 1400 1190 1250 1400 1190 1250 100

65-160 1.1 -- -- -- 90S A 80 65 100 450 240 300 360 260 200 112 860 650 710 950 740 800 100

1.5 1.5 -- -- 90L A 80 65 100 450 240 300 360 260 200 112 950 740 800 1050 840 900 100

2.2 2.2 -- -- 100L A 80 65 100 450 240 300 360 260 200 112 1050 840 900 1150 940 1000 100

-- 3.0 -- -- 100L A 80 65 100 450 240 300 360 260 200 112 1050 840 900 1150 940 1000 100

-- 4.0 -- -- 112M A 80 65 100 450 240 300 360 260 200 112 1050 840 900 1150 940 1000 100

-- -- 7.5 -- 132S A 80 65 100 450 240 300 360 260 200 112 1050 840 900 1150 940 1000 100

-- -- 11.0 -- 160M A 80 65 100 500 280 350 360 260 200 112 1270 1060 1120 1270 1060 1120 100

-- -- 15.0 15.0 160M A 80 65 100 500 280 350 360 260 200 112 1270 1060 1120 1270 1060 1120 100

-- -- -- 18.5 160L A 80 65 100 500 280 350 360 260 200 112 1270 1060 1120 1400 1190 1250 100

-- -- -- 22.0 180M A 80 65 100 550 320 400 360 290 200 112 1400 1190 1250 1400 1190 1250 100

-- -- -- 30.0 200L A 80 65 100 550 320 400 360 310 200 112 1400 1190 1250 1400 1190 1250 100

65-200 2.2 -- -- -- 100L A 80 65 100 500 280 350 360 280 225 112 1050 840 900 1150 940 1000 140

3.0 3.0 -- -- 100L A 80 65 100 500 280 350 360 280 225 112 1050 840 900 1150 940 1000 140

4.0 4.0 -- -- 112M A 80 65 100 500 280 350 360 280 225 112 1050 840 900 1150 940 1000 140

-- 5.5 -- -- 132S A 80 65 100 500 280 350 360 280 225 112 1050 840 900 1150 940 1000 140

-- 7.5 -- -- 132M A 80 65 100 500 280 350 360 280 225 112 1150 940 1000 1270 1060 1120 140

-- -- 15.0 -- 160M A 80 65 100 500 280 350 360 280 225 112 1270 1060 1120 1400 1190 1250 140

-- -- 18.5 -- 160L A 80 65 100 500 280 350 360 280 225 112 1270 1060 1120 1400 1190 1250 140

-- -- 22.0 22.0 180M A 80 65 100 550 320 400 360 290 225 112 1400 1190 1250 1400 1190 1250 140

-- -- 30.0 30.0 200L A 80 65 100 550 320 400 360 310 225 112 1400 1190 1250 1400 1190 1250 140

-- -- -- 37.0 200L A 80 65 100 550 320 400 360 310 225 112 1400 1190 1250 1400 1190 1250 140

DN = EN 1092-2/DN.../PN 16/21/JS1025/B
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Etanorm SYA 65-250 -- 80-160

Tolerances of connecting dimensions as per EN 735
mm

Etanorm Motor Fig.

SYA 1 / min

1450 1750 2900 3500 Sizes

kW

DN1 DN2 a b1 b2 b3 f h1 h2 i l1 l2 l3 l1 l2 l3 x
65-250 3.0 -- -- -- 100L A 80 65 100 550 320 400 470 310 250 130 1150 940 1000 1400 1190 1250 140

4.0 -- -- -- 112M A 80 65 100 550 320 400 470 310 250 130 1150 940 1000 1400 1190 1250 140

5.5 5.5 -- -- 132S A 80 65 100 550 320 400 470 310 250 130 1150 940 1000 1400 1190 1250 140

-- 7.5 -- -- 132M A 80 65 100 550 320 400 470 310 250 130 1150 940 1000 1400 1190 1250 140

-- 11.0 -- -- 160M A 80 65 100 550 320 400 470 310 250 130 1400 1190 1250 1570 1360 1420 140

-- -- 22.0 -- 180M A 80 65 100 550 320 400 470 310 250 130 1400 1190 1250 1570 1360 1420 140

-- -- 30.0 -- 200L A 80 65 100 550 320 400 470 310 250 130 1400 1190 1250 1570 1360 1420 140

-- -- 37.0 -- 200L A 80 65 100 550 320 400 470 310 250 130 1400 1190 1250 1570 1360 1420 140

-- -- 45.0 -- 225M B 80 65 100 750 550 590 470 365 250 130 1550 940 1400 1550 940 1400 140

65-315 5.5 -- -- -- 132S A 80 65 125 550 320 400 470 335 280 130 1150 940 1000 1400 1190 1250 140

7.5 -- -- -- 132M A 80 65 125 550 320 400 470 335 280 130 1150 940 1000 1400 1190 1250 140

11.0 11.0 -- -- 160M A 80 65 125 550 320 400 470 335 280 130 1400 1190 1250 1570 1360 1420 140

-- 15.0 -- -- 160L A 80 65 125 550 320 400 470 335 280 130 1400 1190 1250 1570 1360 1420 140

-- 18.5 -- -- 180M A 80 65 125 550 320 400 470 335 280 130 1400 1190 1250 1570 1360 1420 140

-- 22.0 -- -- 180L A 80 65 125 550 320 400 470 335 280 130 1400 1190 1250 1570 1360 1420 140

80-160 1.5 -- -- -- 90L A 100 80 125 500 280 350 360 280 225 112 1050 840 900 1050 840 900 140

2.2 -- -- -- 100L A 100 80 125 500 280 350 360 280 225 112 1050 840 900 1150 940 1000 140

3.0 3.0 -- -- 100L A 100 80 125 500 280 350 360 280 225 112 1050 840 900 1150 940 1000 140

-- 4.0 -- -- 112M A 100 80 125 500 280 350 360 280 225 112 1050 840 900 1150 940 1000 140

-- 5.5 -- -- 132S A 100 80 125 500 280 350 360 280 225 112 1050 840 900 1150 940 1000 140

-- -- 15.0 -- 160M A 100 80 125 500 280 350 360 280 225 112 1270 1060 1120 1400 1190 1250 140

-- -- 18.5 -- 160L A 100 80 125 500 280 350 360 280 225 112 1270 1060 1120 1400 1190 1250 140

-- -- 22.0 22.0 180M A 100 80 125 550 320 400 360 290 225 112 1400 1190 1250 1400 1190 1250 140

-- -- 30.0 30.0 200L A 100 80 125 550 320 400 360 310 225 112 1400 1190 1250 1400 1190 1250 140

-- -- -- 37.0 200L A 100 80 125 550 320 400 360 310 225 112 1400 1190 1250 1400 1190 1250 140

DN = EN 1092-2/DN.../PN 16/21/JS1025/B
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Fig. B
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Etanorm SYA 80-200 -- 80-315

Tolerances of connecting dimensions as per EN 735
mm

Etanorm Motor Fig.

SYA 1 / min

1450 1750 2900 3500 Sizes

kW

DN1 DN2 a b1 b2 b3 f h1 h2 i l1 l2 l3 l1 l2 l3 x
80-200 2.2 -- -- -- 100L A 100 80 125 500 280 350 470 280 250 112 1150 940 1000 1270 1060 1120 140

3.0 -- -- -- 100L A 100 80 125 500 280 350 470 280 250 112 1150 940 1000 1270 1060 1120 140

4.0 -- -- -- 112M A 100 80 125 500 280 350 470 280 250 112 1150 940 1000 1270 1060 1120 140

5.5 5.5 -- -- 132S A 100 80 125 500 280 350 470 280 250 112 1150 940 1000 1270 1060 1120 140

-- 7.5 -- -- 132M A 100 80 125 500 280 350 470 280 250 112 1270 1060 1120 1400 1190 1250 140

-- 11.0 -- -- 160M A 100 80 125 500 280 350 470 280 250 112 1270 1060 1120 1400 1190 1250 140

-- -- 18.5 -- 160L A 100 80 125 550 320 400 470 290 250 112 1400 1190 1250 1570 1360 1420 140

-- -- 22.0 -- 180M A 100 80 125 550 320 400 470 290 250 112 1400 1190 1250 1570 1360 1420 140

-- -- 30.0 -- 200L A 100 80 125 550 320 400 470 310 250 112 1400 1190 1250 1570 1360 1420 140

-- -- 37.0 -- 200L A 100 80 125 550 320 400 470 310 250 112 1400 1190 1250 1570 1360 1420 140

-- -- 45.0 45.0 225M B 100 80 125 750 550 590 470 365 250 112 1550 940 1400 1550 940 1400 140

-- -- -- 55.0 250M B 100 80 125 810 600 650 470 390 250 112 1750 1060 1600 1750 1060 1600 140

-- -- -- 75.0 280S B 100 80 125 880 670 720 470 420 250 112 1750 1060 1600 1750 1060 1600 140

80-250 4.0 -- -- -- 112M A 100 80 125 550 320 400 470 310 280 130 1150 940 1000 1400 1190 1250 140

5.5 -- -- -- 132S A 100 80 125 550 320 400 470 310 280 130 1150 940 1000 1400 1190 1250 140

7.5 7.5 -- -- 132M A 100 80 125 550 320 400 470 310 280 130 1150 940 1000 1400 1190 1250 140

11.0 11.0 -- -- 160M A 100 80 125 550 320 400 470 310 280 130 1400 1190 1250 1570 1360 1420 140

-- 15.0 -- -- 160L A 100 80 125 550 320 400 470 310 280 130 1400 1190 1250 1570 1360 1420 140

-- 18.5 -- -- 180M A 100 80 125 550 320 400 470 310 280 130 1400 1190 1250 1570 1360 1420 140

-- -- 30.0 -- 200L A 100 80 125 550 320 400 470 310 280 130 1400 1190 1250 1570 1360 1420 140

-- -- 37.0 -- 200L A 100 80 125 550 320 400 470 310 280 130 1400 1190 1250 1570 1360 1420 140

-- -- 45.0 -- 225M B 100 80 125 750 550 590 470 365 280 130 1550 940 1400 1550 940 1400 140

-- -- 55.0 -- 250M B 100 80 125 810 600 650 470 390 280 130 1750 1060 1600 1750 1060 1600 140

-- -- 75.0 -- 280S B 100 80 125 880 670 720 470 420 280 130 1750 1060 1600 1750 1060 1600 140

80-315 7.5 -- -- -- 132M A 100 80 125 550 320 400 470 360 315 130 1150 940 1000 1400 1190 1250 140

11.0 -- -- -- 160M A 100 80 125 550 320 400 470 360 315 130 1400 1190 1250 1570 1360 1420 140

15.0 -- -- -- 160L A 100 80 125 550 320 400 470 360 315 130 1400 1190 1250 1570 1360 1420 140

18.5 18.5 -- -- 180M A 100 80 125 550 320 400 470 360 315 130 1400 1190 1250 1570 1360 1420 140

-- 22.0 -- -- 180L A 100 80 125 550 320 400 470 360 315 130 1400 1190 1250 1570 1360 1420 140

-- 30.0 -- -- 200L B 100 80 125 750 550 590 470 390 315 130 1550 940 1400 1550 940 1400 140

-- 37.0 -- -- 225S B 100 80 125 750 550 590 470 390 315 130 1550 940 1400 1550 940 1400 140

DN = EN 1092-2/DN.../PN 16/21/JS1025/B



Fig. A

Fig. B
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Etanorm SYA 100-160, 100-200

Tolerances of connecting dimensions as per EN 735
mm

Etanorm Motor Fig.

SYA 1 / min

1450 1750 2900 3500 Sizes

kW

DN1 DN2 a b1 b2 b3 f h1 h2 i l1 l2 l3 l1 l2 l3 x
100-160 3.0 -- -- -- 100L A 125 100 125 550 320 400 470 310 280 130 1150 940 1000 1400 1190 1250 140

4.0 -- -- -- 112M A 125 100 125 550 320 400 470 310 280 130 1150 940 1000 1400 1190 1250 140

-- 5.5 -- -- 132S A 125 100 125 550 320 400 470 310 280 130 1150 940 1000 1400 1190 1250 140

-- 7.5 -- -- 132M A 125 100 125 550 320 400 470 310 280 130 1150 940 1000 1400 1190 1250 140

-- -- 22.0 -- 180M A 125 100 125 550 320 400 470 310 280 130 1400 1190 1250 1570 1360 1420 140

-- -- 30.0 -- 200L A 125 100 125 550 320 400 470 310 280 130 1400 1190 1250 1570 1360 1420 140

-- -- 37.0 37.0 200L A 125 100 125 550 320 400 470 310 280 130 1400 1190 1250 1570 1360 1420 140

-- -- -- 45.0 225M B 125 100 125 750 550 590 470 365 280 130 1550 940 1400 1550 940 1400 140

-- -- -- 55.0 250M B 125 100 125 810 600 650 470 390 280 130 1750 1060 1600 1750 1060 1600 140

-- -- -- 75.0 280S B 125 100 125 880 670 720 470 420 280 130 1750 1060 1600 1750 1060 1600 140

100-200 4.0 -- -- -- 112M A 125 100 125 550 320 400 470 310 280 130 1150 940 1000 1400 1190 1250 140

5.5 -- -- -- 132S A 125 100 125 550 320 400 470 310 280 130 1150 940 1000 1400 1190 1250 140

7.5 7.5 -- -- 132M A 125 100 125 550 320 400 470 310 280 130 1150 940 1000 1400 1190 1250 140

-- 11.0 -- -- 160M A 125 100 125 550 320 400 470 310 280 130 1400 1190 1250 1570 1360 1420 140

-- 15.0 -- -- 160L A 125 100 125 550 320 400 470 310 280 130 1400 1190 1250 1570 1360 1420 140

-- -- 30 -- 200L A 125 100 125 550 320 400 470 310 280 130 1400 1190 1250 1570 1360 1420 140

-- -- 37 -- 200L A 125 100 125 550 320 400 470 310 280 130 1400 1190 1250 1570 1360 1420 140

-- -- 45 -- 225M B 125 100 125 750 550 590 470 365 280 130 1550 940 1400 1550 940 1400 140

-- -- 55 -- 250M B 125 100 125 810 600 650 470 390 280 130 1750 1060 1600 1750 1060 1600 140

-- -- 75 75 280S B 125 100 125 880 670 720 470 420 280 130 1750 1060 1600 1750 1060 1600 140

-- -- -- 90 280M B 125 100 125 880 670 720 470 420 280 130 1750 1060 1600 1750 1060 1600 140

-- -- -- 110 315S B 125 100 125 940 730 780 470 455 280 130 1800 1100 1650 1800 1100 1650 140

DN = EN 1092-2/DN.../PN 16/21/JS1025/B



Fig. A

Fig. B
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Etanorm SYA 100-250 -- 125-250

Tolerances of connecting dimensions as per EN 735

mm

Etanorm Motor Fig.

SYA 1 / min

1450 1750 2900 3500 Sizes

kW

DN1 DN2 a b1 b2 b3 f h1 h2 i l1 l2 l3 l1 l2 l3 x
100-250 7.5 -- -- -- 132M A 125 100 140 550 320 400 470 335 280 130 1150 940 1000 1400 1190 1250 140

11.0 11.0 -- -- 160M A 125 100 140 550 320 400 470 335 280 130 1400 1190 1250 1570 1360 1420 140

15.0 15.0 -- -- 160L A 125 100 140 550 320 400 470 335 280 130 1400 1190 1250 1570 1360 1420 140

-- 18.5 -- -- 180M A 125 100 140 550 320 400 470 335 280 130 1400 1190 1250 1570 1360 1420 140

-- 22.0 -- -- 180L A 125 100 140 550 320 400 470 335 280 130 1400 1190 1250 1570 1360 1420 140

-- -- 55 -- 250M B 125 100 140 810 600 650 470 390 280 130 1750 1060 1600 1750 1060 1600 140

-- -- 75 -- 280S B 125 100 140 880 670 720 470 420 280 130 1750 1060 1600 1750 1060 1600 140

-- -- 90 -- 280M B 125 100 140 880 670 720 470 420 280 130 1750 1060 1600 1750 1060 1600 140

-- -- 110 -- 315S B 125 100 140 940 730 780 470 455 280 130 1800 1100 1650 1800 1100 1650 140

100-315 15.0 -- -- -- 160L A 125 100 140 550 320 400 470 360 315 130 1400 1190 1250 1570 1360 1420 140

18.5 -- -- -- 180M A 125 100 140 550 320 400 470 360 315 130 1400 1190 1250 1570 1360 1420 140

22.0 -- -- -- 180L A 125 100 140 550 320 400 470 360 315 130 1400 1190 1250 1570 1360 1420 140

30.0 30.0 -- -- 200L B 125 100 140 750 550 590 470 390 315 130 1550 940 1400 1550 940 1400 140

-- 37.0 -- -- 225S B 125 100 140 750 550 590 470 390 315 130 1550 940 1400 1550 940 1400 140

-- 45.0 -- -- 225M B 125 100 140 750 550 590 470 390 315 130 1550 940 1400 1550 940 1400 140

125-200 7.5 -- -- -- 132M A 150 125 140 550 320 400 470 360 315 130 1150 940 1000 1400 1190 1250 140

11.0 -- -- -- 160M A 150 125 140 550 320 400 470 360 315 130 1400 1190 1250 1570 1360 1420 140

15.0 15.0 -- -- 160L A 150 125 140 550 320 400 470 360 315 130 1400 1190 1250 1570 1360 1420 140

-- 18.5 -- -- 180M A 150 125 140 550 320 400 470 360 315 130 1400 1190 1250 1570 1360 1420 140

-- 22.0 -- -- 180L A 150 125 140 550 320 400 470 360 315 130 1400 1190 1250 1570 1360 1420 140

-- -- 55 -- 250M B 150 125 140 810 600 650 470 390 315 130 1750 1060 1600 1750 1060 1600 140

-- -- 75 -- 280S B 150 125 140 880 670 720 470 420 315 130 1750 1060 1600 1750 1060 1600 140

-- -- 90 90 280M B 150 125 140 880 670 720 470 420 315 130 1750 1060 1600 1750 1060 1600 140

-- -- 110 110 315S B 150 125 140 940 730 780 470 455 315 130 1800 1100 1650 1800 1100 1650 140

125-250 11.0 -- -- -- 160M A 150 125 140 550 320 400 470 360 355 130 1400 1190 1250 1570 1360 1420 140

15.0 -- -- -- 160L A 150 125 140 550 320 400 470 360 355 130 1400 1190 1250 1570 1360 1420 140

18.5 18.5 -- -- 180M A 150 125 140 550 320 400 470 360 355 130 1400 1190 1250 1570 1360 1420 140

-- 22 -- -- 180L A 150 125 140 550 320 400 470 360 355 130 1400 1190 1250 1570 1360 1420 140

-- 30 -- -- 200L B 150 125 140 750 550 590 470 390 355 130 1550 940 1400 1550 940 1400 140

-- 37 -- -- 225S B 150 125 140 750 550 590 470 390 355 130 1550 940 1400 1550 940 1400 140

DN = EN 1092-2/DN.../PN 16/21/JS1025/B
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Etanorm SYA 125-315 -- 150-400.1

Fig. B

Tolerances of connecting dimensions as per EN 735

mm

Etanorm Motor Fig.

SYA 1 / min

1450 1750 2900 3500 Sizes

kW

DN1 DN2 a b1 b2 b3 f h1 h2 i l1 l2 l3 l1 l2 l3 x
125-315 18.5 -- -- -- 180M B 150 125 140 810 600 650 530 420 355 112 1750 1060 1600 1750 1060 1600 140

22 -- -- -- 180L B 150 125 140 810 600 650 530 420 355 112 1750 1060 1600 1750 1060 1600 140

30 -- -- -- 200L B 150 125 140 810 600 650 530 420 355 112 1750 1060 1600 1750 1060 1600 140

37 37 -- -- 225S B 150 125 140 810 600 650 530 420 355 112 1750 1060 1600 1750 1060 1600 140

-- 45 -- -- 225M B 150 125 140 810 600 650 530 420 355 112 1750 1060 1600 1750 1060 1600 140

-- 55 -- -- 250M B 150 125 140 810 600 650 530 420 355 112 1750 1060 1600 1750 1060 1600 140

-- 75 -- -- 280S B 150 125 140 880 670 720 530 420 355 112 1750 1060 1600 1750 1060 1600 140

125-400 30 -- -- -- 200L B 150 125 140 810 600 650 530 455 400 112 1750 1060 1600 1750 1060 1600 140

37 -- -- -- 225S B 150 125 140 810 600 650 530 455 400 112 1750 1060 1600 1750 1060 1600 140

45 -- -- -- 225M B 150 125 140 810 600 650 530 455 400 112 1750 1060 1600 1750 1060 1600 140

55 55 -- -- 250M B 150 125 140 810 600 650 530 455 400 112 1750 1060 1600 1750 1060 1600 140

75 75 -- -- 280S B 150 125 140 880 670 720 530 455 400 112 1750 1060 1600 1750 1060 1600 140

-- 90 -- -- 280M B 150 125 140 880 670 720 530 455 400 112 1750 1060 1600 1750 1060 1600 140

-- 110 -- -- 315S B 150 125 140 940 730 780 530 455 400 112 1800 1100 1650 1800 1100 1650 140

150-315 22 -- -- -- 180L B 200 150 160 880 670 720 530 420 400 112 1750 1060 1600 1750 1060 1600 140

30 -- -- -- 200L B 200 150 160 880 670 720 530 420 400 112 1750 1060 1600 1750 1060 1600 140

37 37 -- -- 225S B 200 150 160 880 670 720 530 420 400 112 1750 1060 1600 1750 1060 1600 140

45 45 -- -- 225M B 200 150 160 880 670 720 530 420 400 112 1750 1060 1600 1750 1060 1600 140

-- 55 -- -- 250M B 200 150 160 880 670 720 530 420 400 112 1750 1060 1600 1750 1060 1600 140

-- 75 -- -- 280S B 200 150 160 880 670 720 530 420 400 112 1750 1060 1600 1750 1060 1600 140

-- 90 -- -- 280M B 200 150 160 880 670 720 530 420 400 112 1750 1060 1600 1750 1060 1600 140

150-400.1 37 -- -- -- 225S B 200 150 160 880 670 720 530 455 450 112 1750 1060 1600 1750 1060 1600 140

45 -- -- -- 225M B 200 150 160 880 670 720 530 455 450 112 1750 1060 1600 1750 1060 1600 140

55 -- -- -- 250M B 200 150 160 880 670 720 530 455 450 112 1750 1060 1600 1750 1060 1600 140

75 75 -- -- 280S B 200 150 160 880 670 720 530 455 450 112 1750 1060 1600 1750 1060 1600 140

90 90 -- -- 280M B 200 150 160 880 670 720 530 455 450 112 1750 1060 1600 1750 1060 1600 140

-- 110 -- -- 315S B 200 150 160 940 730 780 530 455 450 112 1800 1100 1650 1800 1100 1650 140

DN = EN 1092-2/DN.../PN 16/21/JS1025/B
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Etanorm SYA

1 M Druckmessgerät / Pressure gauge / Indicateur de pression /
Manomètre / Manometro / Manometer

6 B Förderflüssigkeit-Entleerung / Casing drain / Vidange du liquide pompé /
Scarico del liquido convogliato / Vloeistof- aftap

6 D Förderflüssigkeit-Auffüllen und Entlüften / Fluid handled-priming and venting /
Remplissage et purge d�air du liquide pompé / Riempimento del liquido convog-
liato spurgo dell�aria / Vloeistof vullen en ontluchten

8 B Leckflüssigkeit-Ablass / Leakage drain / Vidange liquide de fuite /
Uscita del liquido di fuga / Salida del líquido de fugas / lekvloeistof afvoer

Tolerances of connecting dimensions as per EN 735

mm
Etanorm
SYA DN1 DN2 a b1 b2 b3 c d1k6 d2 f h1 h2 i l m1 m2 n1 n2 s1 s2 t u w

1 M
6 B

6 D
8 B

32-125.1
32-160.1
32-200.1

50
50
50

32
32
32

80
80
80

50
50
50

113
116
128

113
125
137

100
100
100

24
24
24

14
14
14

360
360
360

112
132
160

140
160
180

23
23
25

50
50
50

100
100
100

70
70
70

190
240
240

140
190
190

4
4
6

15
15
18

27
27
27

8
8
8

260
260
260

G 3/8
G 3/8
G 3/8

G 1/4
G 1/4
G 1/4

32-160
32-200
32-250

50
50
50

32
32
32

80
80
100

50
50
65

113
132
170

125
141
176

100
100
100

24
24
24

14
14
14

360
360
360

132
160
180

160
180
225

23
25
25

50
50
50

100
100
125

70
70
95

240
240
320

190
190
250

4
6
6

15
18
18

27
27
27

8
8
8

260
260
260

G 3/8
G 3/8
G 3/8

G 1/4
G 1/4
G 1/4

40-160
40-200
40-250
40-315

65
65
65
65

40
40
40
40

80
100
100
125

50
50
65
65

115
115
165
194

131
131
178
283

100
100
100
130

24
24
24
32

14
14
14
14

360
360
360
470

132
160
180
225

160
180
225
250

23
25
25
24

50
50
50
80

100
100
125
125

70
70
95
95

240
265
320
345

190
212
250
280

4
6
6
6

15
18
18
18

27
27
27
35

8
8
8
10

260
260
260
340

G 3/8
G 3/8
G 3/8
G 3/8

G 1/4
G 1/4
G 1/4
G 1/4

50-160
50-200
50-250
50-315

65
65
65
65

50
50
50
50

100
100
100
125

50
50
65
65

126
145
168
200

147
165
184
216

100
100
100
130

24
24
24
32

14
14
14
14

360
360
360
470

160
160
180
225

180
200
225
280

25
25
25
24

50
50
50
80

100
100
125
125

70
70
95
95

265
265
320
345

212
212
250
280

6
6
6
6

18
18
18
18

27
27
27
35

8
8
8
10

260
260
260
340

G 3/8
G 3/8
G 3/8
G 3/8

G 1/4
G 1/4
G 1/4
G 1/4

65-160
65-200
65-250
65-315

80
80
80
80

65
65
65
65

100
100
100
125

65
65
80
80

130
154
180
208

158
177
200
229

100
100
130
130

24
24
32
32

14
14
19
19

360
360
470
470

160
180
200
225

200
225
250
280

25
25
24
24

50
50
80
80

125
125
160
160

95
95
120
120

280
320
360
400

212
250
280
315

6
6
6
6

18
18
20
20

27
27
35
35

8
8
10
10

260
260
340
340

G 3/8
G 3/8
G 3/8
G 3/8

G 1/4
G 1/4
G 1/4
G 1/4

80-160
80-200
80-250
80-315

100
100
100
100

80
80
80
80

125
125
125
125

65
65
80
80

153
161
184
220

192
189
210
244

100
130
130
130

24
32
32
32

14
14
19
19

360
470
470
470

180
180
200
250

225
250
280
315

25
24
24
24

50
80
80
80

125
125
160
160

95
95
120
120

320
345
400
400

250
280
315
315

6
6
6
6

18
18
18
20

27
35
35
35

8
10
10
10

260
340
340
340

G 3/8
G 3/8
G 3/8
G 3/8

G 1/4
G 1/4
G 1/4
G 1/4

100-160
100-200
100-250
100-315

125
125
125
125

100
100
100
100

125
125
140
140

80
80
80
80

178
173
190
225

225
213
220
255

130
130
130
130

32
32
32
32

19
19
19
19

470
470
470
470

200
200
225
250

280
280
280
315

24
24
24
24

80
80
80
80

160
160
160
160

120
120
120
120

360
360
400
400

280
280
315
315

6
6
6
6

18
18
18
18

35
35
35
35

10
10
10
10

340
340
340
340

G 1/2
G 1/2
G 1/2
G 1/2

G 1/4
G 1/4
G 1/4
G 1/4

125-200
125-250
125-315
125-400

150
150
150
150

125
125
125
125

140
140
140
140

80
80
100
100

195
226
238
275

244
275
278
306

130
130
160
160

32
32
42
42

19
19
24
24

470
470
530
530

250
250
280
315

315
355
355
400

24
24
25
25

80
80
110
110

160
160
200
200

120
120
150
150

400
400
500
500

315
315
400
400

6
6
6
6

20
20
20
20

35
35
45
45

10
10
12
12

340
340
370
370

G 1/2
G 1/2
G 1/2
G 1/2

G 1/4
G 1/4
G 1/4
G 1/4

150-315
150-400.1

200
200

150
150

160
160

100
100

255
285

303
325

160
160

42
42

24
24

530
530

280
315

400
450

25
25

110
110

200
200

150
150

550
550

450
450

6
6

20
20

45
45

12
12

370
370

G 1/2
G 1/2

G 1/4
G 1/4

DN = EN 1092-2/DN.../PN 16/21/JS1025/B �G� = ISO 228/1
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Etanorm-RSY 200-330 -- 200-500

Tolerances of connecting dimensions as per EN 735

mm

IP 55

960
1160

1450
1750

Sizes

1/min
kW

1)

DN1

1)

DN2 a e f g h2 i1 y b1 b2 b3 b4 h1 i2 l1 l2 l3 v b1 b2 b3 b4 h1 i2 l1 l2 l3 l4 v x

200-330 11.0 -- 160L 250 200 200 315 715 M20x400 400 170 450 820 570 525 293 550 115 1920 1150 1695 285 900 650 605 333 550 110 2000 1250 1780 280 200

200-330 15.0 18.5 180M 250 200 200 315 715 M20x400 400 170 450 820 570 525 293 550 115 1920 1150 1695 285 900 650 605 333 550 110 2000 1250 1780 280 200

200-330 15.0 22.0 180L 250 200 200 315 715 M20x400 400 170 450 820 570 525 293 550 115 1920 1150 1695 285 900 650 605 333 550 110 2000 1250 1780 280 200

200-330 18.5 -- 200L 250 200 200 315 715 M20x400 400 170 450 820 570 525 293 550 115 1920 1150 1695 285 1010 760 710 385 570 110 2100 1300 1880 330 200

200-330 22.0 30.0 200L 250 200 200 315 715 M20x400 400 170 450 820 570 525 293 550 115 1920 1150 1695 285 1010 760 710 385 570 110 2100 1300 1880 330 200

200-330 -- 37.0 225S 250 200 200 315 715 M20x400 400 170 450 820 570 525 293 550 115 1920 1150 1695 285 1010 760 710 385 570 110 2100 1300 1880 330 200

200-330 30.0 45.0 225M 250 200 200 315 715 M20x400 400 170 450 820 570 525 293 550 115 1920 1150 1695 285 1010 760 710 385 570 110 2100 1300 1880 330 200

200-330 -- 55.0 250M 250 200 200 315 715 M20x400 400 170 450 900 650 605 333 550 110 2000 1250 1780 280 1110 860 810 435 590 110 2260 1450 2040 330 200

200-330 -- 75.0 280S 250 200 200 315 715 M20x400 400 170 450 900 650 605 333 550 110 2000 1250 1780 280 1110 860 810 435 590 110 2260 1450 2040 330 200

200-330 -- 90.0 280M 250 200 200 315 715 M20x400 400 170 450 1010 760 710 385 570 110 2100 1300 1880 330 1110 860 810 435 590 110 2260 1450 2040 330 200

200-330 -- 110.0 315S 250 200 200 315 715 M20x400 400 170 450 1010 760 710 385 570 110 2100 1300 1880 330 1110 860 800 430 610 110 2450 1650 2230 825 330 200

200-400 18.5 -- 200L 250 200 180 290 715 M20x400 400 170 450 820 570 525 293 550 115 1920 1150 1695 285 1010 760 710 385 570 110 2100 1300 1880 330 200

200-400 22.0 -- 200L 250 200 180 290 715 M20x400 400 170 450 820 570 525 293 550 115 1920 1150 1695 285 1010 760 710 385 570 110 2100 1300 1880 330 200

200-400 30.0 -- 225M 250 200 180 290 715 M20x400 400 170 450 820 570 525 293 550 115 1920 1150 1695 285 1010 760 710 385 570 110 2100 1300 1880 330 200

200-400 37.0 -- 250M 250 200 180 290 715 M20x400 400 170 450 900 650 605 333 550 110 2000 1250 1780 280 1110 860 810 435 590 110 2260 1450 2040 330 200

200-400 45.0 75.0 280S 250 200 180 290 715 M20x400 400 170 450 900 650 605 333 550 110 2000 1250 1780 280 1110 860 810 435 590 110 2260 1450 2040 330 200

200-400 55.0 90.0 280M 250 200 180 290 715 M20x400 400 170 450 1010 760 710 385 570 110 2100 1300 1880 330 1110 860 810 435 590 110 2260 1450 2040 330 200

200-400 75.0 110.0 315S 250 200 180 290 715 M20x400 400 170 450 1010 760 710 385 570 110 2100 1300 1880 330 1110 860 800 430 610 110 2450 1650 2230 825 330 200

200-400 -- 132.0 315M 250 200 180 290 715 M20x400 400 170 450 1110 860 810 435 590 110 2260 1450 2040 330 1110 860 800 430 610 110 2450 1650 2230 825 330 200

200-500 30.0 -- 225M 250 200 200 387 715 M20x400 450 195 450 1010 760 710 385 670 110 2000 1200 1780 330 1010 760 710 385 670 110 2100 1300 1880 330 200

200-500 37.0 -- 250M 250 200 200 387 715 M20x400 450 195 450 1010 760 710 385 670 110 2000 1200 1780 330 1110 860 810 435 690 110 2260 1450 2040 330 200

200-500 45.0 -- 280S 250 200 200 387 715 M20x400 450 195 450 1010 760 710 385 670 110 2100 1300 1880 330 1110 860 810 435 690 110 2260 1450 2040 330 200

200-500 55.0 -- 280M 250 200 200 387 715 M20x400 450 195 450 1010 760 710 385 670 110 2100 1300 1880 330 1110 860 810 435 690 110 2260 1450 2040 330 200

200-500 75.0 -- 315S 250 200 200 387 715 M20x400 450 195 450 1110 860 810 435 690 110 2260 1450 2040 330 1110 860 800 430 710 110 2450 1650 2230 825 330 200

200-500 -- 110.0 315S 250 200 200 387 715 M20x400 450 195 450 1110 860 810 435 690 110 2260 1450 2040 330 1110 860 800 430 710 110 2450 1650 2230 825 330 200

200-500 90.0 132.0 315M 250 200 200 387 715 M20x400 450 195 450 1110 860 810 435 690 110 2260 1450 2040 330 1110 860 800 430 710 110 2450 1650 2230 825 330 200

1) DN = EN 1092-2/DN.../PN 16/21/GJS-400-18-LT/B
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Etanorm-RSY 250-330 -- 250-500

Tolerances of connecting dimensions as per EN 735

mm

IP 55

960
1160

1450
1750

Sizes

1/min
kW

1)

DN1

1)

DN2 a e f g h2 i1 y b1 b2 b3 b4 h1 i2 l1 l2 l3 v b1 b2 b3 b4 h1 i2 l1 l2 l3 l4 v x

250-330 15.0 -- 180L 250 250 250 345 715 M20x400 400 195 450 1010 760 710 395 620 115 1920 1150 1695 310 1010 760 710 395 620 110 2100 1300 1880 330 200

250-330 18.5 -- 200L 250 250 250 345 715 M20x400 400 195 450 1010 760 710 395 620 115 1920 1150 1695 310 1010 760 710 395 620 110 2100 1300 1880 330 200

250-330 22.0 -- 200L 250 250 250 345 715 M20x400 400 195 450 1010 760 710 395 620 115 1920 1150 1695 310 1010 760 710 395 620 110 2100 1300 1880 330 200

250-330 37.0 -- 225S 250 250 250 345 715 M20x400 400 195 450 1010 760 710 395 620 110 2000 1200 1780 330 1010 760 710 395 620 110 2100 1300 1880 330 200

250-330 30.0 -- 225M 250 250 250 345 715 M20x400 400 195 450 1010 760 710 395 620 110 2000 1200 1780 330 1010 760 710 395 620 110 2100 1300 1880 330 200

250-330 37.0 55.0 250M 250 250 250 345 715 M20x400 400 195 450 1010 760 710 395 620 110 2000 1200 1780 330 1110 860 810 445 640 110 2240 1450 2040 330 200

250-330 45.0 75.0 280S 250 250 250 345 715 M20x400 400 195 450 1010 760 710 395 620 110 2100 1300 1880 330 1110 860 810 445 640 110 2240 1450 2040 330 200

250-330 -- 90.0 280M 250 250 250 345 715 M20x400 400 195 450 1010 760 710 395 620 110 2100 1300 1880 330 1110 860 810 445 640 110 2240 1450 2040 330 200

250-330 -- 110.0 315S 250 250 250 345 715 M20x400 400 195 450 1110 860 810 445 640 110 2260 1450 2040 330 1110 860 800 440 660 110 2450 1650 2230 825 330 200

250-330 -- 132.0 315M 250 250 250 345 715 M20x400 400 195 450 1110 860 810 445 640 110 2260 1450 2040 330 1110 860 800 440 660 110 2450 1650 2230 825 330 200

250-400 18.5 -- 200L 300 250 180 335 715 M20x400 480 195 450 1010 760 710 385 620 115 1920 1150 1695 310 1010 760 710 385 620 110 2100 1300 1880 330 200

250-400 22.0 -- 200L 300 250 180 335 715 M20x400 480 195 450 1010 760 710 385 620 115 1920 1150 1695 310 1010 760 710 385 620 110 2100 1300 1880 330 200

250-400 37.0 -- 225S 300 250 180 335 715 M20x400 480 195 450 1010 760 710 385 620 110 2000 1200 1780 330 1010 760 710 385 620 110 2100 1300 1880 330 200

250-400 30.0 -- 225M 300 250 180 335 715 M20x400 480 195 450 1010 760 710 385 620 110 2000 1200 1780 330 1010 760 710 385 620 110 2100 1300 1880 330 200

250-400 37.0 -- 250M 300 250 180 335 715 M20x400 480 195 450 1010 760 710 385 620 110 2000 1200 1780 330 1110 860 810 435 640 110 2260 1450 2040 330 200

250-400 45.0 -- 280S 300 250 180 335 715 M20x400 480 195 450 1010 760 710 385 620 110 2100 1300 1880 330 1110 860 810 435 640 110 2260 1450 2040 330 200

250-400 -- 75.0 280S 300 250 180 335 715 M20x400 480 195 450 1010 760 710 385 620 110 2100 1300 1880 330 1110 860 810 435 640 110 2260 1450 2040 330 200

250-400 55.0 90.0 280M 300 250 180 335 715 M20x400 480 195 450 1010 760 710 385 620 110 2100 1300 1880 330 1110 860 810 435 640 110 2260 1450 2040 330 200

250-400 75.0 110.0 315S 300 250 180 335 715 M20x400 480 195 450 1110 860 810 435 640 110 2260 1450 2040 330 1110 860 800 430 660 110 2450 1650 2230 825 330 200

250-400 -- 132.0 315M 300 250 180 335 715 M20x400 480 195 450 1110 860 810 435 640 110 2260 1450 2040 330 1110 860 800 430 660 110 2450 1650 2230 825 330 200

250-500 45.0 -- 280S 300 250 225 425 715 M20x400 500 220 450 1110 860 810 445 690 110 2260 1450 2040 330 1110 860 810 445 690 110 2260 1450 2040 330 200

250-500 55.0 -- 280M 300 250 225 425 715 M20x400 500 220 450 1110 860 810 445 690 110 2260 1450 2040 330 1110 860 800 440 710 110 2450 1650 2230 825 330 200

250-500 75.0 -- 315S 300 250 225 425 715 M20x400 500 220 450 1110 860 810 445 690 110 2260 1450 2040 330 1110 860 800 440 710 110 2450 1650 2230 825 330 200

250-500 90.0 -- 315M 300 250 225 425 715 M20x400 500 220 450 1110 860 810 445 690 110 2260 1450 2040 330 1110 860 800 440 710 110 2450 1650 2230 825 330 200

1) DN = EN 1092-2/DN.../PN 16/21/GJS-400-18-LT/B
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Etanorm-RSY 300-360 -- 300-500

Tolerances of connecting dimensions as per EN 735

mm

IP 55

960
1160

1450
1750

Sizes

1/min
kW

1)

DN1

1)

DN2 a e f g h2 i1 y b1 b2 b3 b4 h1 i2 l1 l2 l3 v b1 b2 b3 b4 h1 i2 l1 l2 l3 l4 v x

300-360 30.0 -- 225M 300 300 300 387 717 M20x400 450 220 450 1010 760 710 395 730 110 2000 1200 1780 330 1110 860 810 445 750 110 2260 1450 2040 330 250

300-360 37.0 -- 250M 300 300 300 387 717 M20x400 450 220 450 1010 760 710 395 730 110 2100 1300 1880 330 1110 860 810 445 750 110 2250 1450 2040 330 250

300-360 45.0 -- 280S 300 300 300 387 717 M20x400 450 220 450 1010 760 710 395 730 110 2100 1300 1880 330 1110 860 800 440 750 110 2450 1650 2230 825 330 250

300-360 55.0 90.0 280M 300 300 300 387 717 M20x400 450 220 450 1010 760 710 395 730 110 2100 1300 1880 330 1110 860 800 440 750 110 2450 1650 2230 825 330 250

300-360 75.0 110.0 315S 300 300 300 387 717 M20x400 450 220 450 1110 860 810 445 750 110 2260 1450 2040 330 1110 860 800 440 750 110 2450 1650 2230 825 330 250

300-360 -- 132.0 315M 300 300 300 387 717 M20x400 450 220 450 1110 860 810 445 750 110 2260 1450 2040 330 1110 860 800 440 750 110 2450 1650 2230 825 330 250

300-400 37.0 -- 250M 350 300 300 425 715 M20x400 500 220 450 1110 860 810 455 750 110 2260 1450 2040 330 1110 860 810 455 750 110 2260 1450 2040 330 250

300-400 45.0 -- 280S 350 300 300 425 715 M20x400 500 220 450 1110 860 810 455 750 110 2260 1450 2040 330 1110 860 800 450 770 110 2450 1650 2230 825 330 250

300-400 55.0 -- 280M 350 300 300 425 715 M20x400 500 220 450 1110 860 810 455 750 110 2260 1450 2040 330 1110 860 800 450 770 110 2450 1650 2230 825 330 250

300-400 75.0 -- 315S 350 300 300 425 715 M20x400 500 220 450 1110 860 810 455 750 110 2260 1450 2040 330 1110 860 800 450 770 110 2450 1650 2230 825 330 250

300-400 -- 110.0 315S 350 300 300 425 715 M20x400 500 220 450 1110 860 810 455 750 110 2260 1450 2040 330 1110 860 800 450 770 110 2450 1650 2230 825 330 250

300-400 90.0 132.0 315M 350 300 300 425 715 M20x400 500 220 450 1110 860 810 455 750 110 2260 1450 2040 330 1110 860 800 450 770 110 2450 1650 2230 825 330 250

300-500 75.0 -- 315S 350 300 300 450 715 M20x400 500 220 450 1110 860 810 455 750 110 2260 1450 2040 330 1110 860 800 450 770 110 2450 1650 2230 825 330 250

300-500 75.0 -- 315M 350 300 300 450 715 M20x400 500 220 450 1110 860 810 455 750 110 2260 1450 2040 330 1110 860 800 450 770 110 2450 1650 2230 825 330 250

1) DN = EN 1092-2/DN.../PN 16/21/GJS-400-18-LT/B
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Etanorm-RSY 125-500/2, 150-500.1

Tolerances of connecting dimensions as per EN 735

mm

IP 55

960
1160

1450
1750

Sizes

1/min
kW

1)

DN1

1)

DN2 a e f g h2 i y b1 b2 b3 b4 h1 i2 l1 l2 l3 v b1 b2 b3 b4 h1 i2 l1 l2 l3 l4 v x

125-500/2 11.0 -- 160L 150 125 245 270 703 M20x400 300 145 450 1010 760 710 370 525 115 1920 1150 1695 310 1010 760 710 370 525 115 1920 1150 1695 310 200

125-500/2 18.5 -- 180M 150 125 245 270 703 M20x400 300 145 450 1010 760 710 370 525 115 1920 1150 1695 310 1010 760 710 370 525 115 1920 1150 1695 310 200

125-500/2 15.0 -- 180L 150 125 245 270 703 M20x400 300 145 450 1010 760 710 370 525 115 1920 1150 1695 310 900 650 805 318 505 110 2000 1250 1780 280 200

125-500/2 18.5 -- 200L 150 125 245 270 703 M20x400 300 145 450 1010 760 710 370 525 115 1920 1150 1695 310 1010 760 710 370 525 110 2100 1300 1880 330 200

125-500/2 22.0 -- 200L 150 125 245 270 703 M20x400 300 145 450 1010 760 710 370 525 115 1920 1150 1695 310 1010 760 710 370 525 110 2100 1300 1880 330 200

125-500/2 -- 30.0 200L 150 125 245 270 703 M20x400 300 145 450 1010 760 710 370 525 115 1920 1150 1695 310 1010 760 710 370 525 110 2100 1300 1880 330 200

125-500/2 -- 37.0 225S 150 125 245 270 703 M20x400 300 145 450 1010 760 710 370 525 115 1920 1150 1695 310 1010 760 710 370 525 110 2100 1300 1880 330 200

125-500/2 30.0 45.0 225M 150 125 245 270 703 M20x400 300 145 450 1010 760 710 370 525 115 1920 1150 1695 310 1010 760 710 370 525 110 2100 1300 1880 330 200

125-500/2 37.0 55.0 250M 150 125 245 270 703 M20x400 300 145 450 1010 760 710 370 525 115 1920 1150 1695 310 1010 760 710 370 525 110 2100 1300 1880 330 200

125-500/2 45.0 75.0 280S 150 125 245 270 703 M20x400 300 145 450 900 650 605 318 505 110 2000 1250 1780 280 1110 860 810 420 545 110 2260 1450 2040 330 200

125-500/2 55.0 90.0 280M 150 125 245 270 703 M20x400 300 145 450 900 650 605 318 505 110 2000 1250 1780 280 1110 860 810 420 545 110 2260 1450 2040 330 200

150-500.1 18.5 -- 200L 200 150 150 315 715 M20x400 450 170 450 820 570 710 365 550 115 1920 1150 1695 285 1010 760 710 365 570 110 2100 1300 1880 330 200

150-500.1 22.0 -- 200L 200 150 150 315 715 M20x400 450 170 450 820 570 710 365 550 115 1920 1150 1695 285 1010 760 710 365 570 110 2100 1300 1880 330 200

150-500.1 37.0 -- 225S 200 150 150 315 715 M20x400 450 170 450 820 570 710 365 550 115 1920 1150 1695 285 1010 760 710 365 570 110 2100 1300 1880 330 200

150-500.1 30.0 -- 225M 200 150 150 315 715 M20x400 450 170 450 820 570 710 365 550 115 1920 1150 1695 285 1010 760 710 365 570 110 2100 1300 1880 330 200

150-500.1 37.0 -- 250M 200 150 150 315 715 M20x400 450 170 450 900 650 605 313 550 110 2000 1250 1780 280 1110 860 810 415 590 110 2260 1450 2040 330 200

150-500.1 45.0 -- 280S 200 150 150 315 715 M20x400 450 170 450 900 650 605 313 550 110 2000 1250 1780 280 1110 860 810 415 590 110 2260 1450 2040 330 200

150-500.1 -- 75.0 280S 200 150 150 315 715 M20x400 450 170 450 900 650 605 313 550 110 2000 1250 1780 280 1110 860 810 415 590 110 2260 1450 2040 330 200

150-500.1 55.0 90.0 280M 200 150 150 315 715 M20x400 450 170 450 1010 760 710 365 570 110 2100 1300 1880 330 1110 860 810 415 590 110 2260 1450 2040 330 200

150-500.1 75.0 110.0 315S 200 150 150 315 715 M20x400 450 170 450 1010 760 710 365 570 110 2100 1300 1880 330 1110 860 800 410 610 110 2450 1650 2230 825 330 200

150-500.1 -- 132.0 315M 200 150 150 315 715 M20x400 450 170 450 1110 860 810 415 590 110 2260 1450 2040 330 1110 860 800 410 610 110 2450 1650 2230 825 330 200

1) DN = EN 1092-2/DN.../PN 16/21/GJS-400-18-LT/B
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Etanorm-RSY

1 M.1/.2 Druckmessgerät / Pressure gauge / Indicateur de pression /
Manometro / Aparato manometrico / Manometer

G 1/2 2)

6 B Förderflüssigkeit-Entleerung / Casing drain / Vidange du liquide véhiculé /
Scarico del liquido convogliato / Vaciado del líquido de impulsión / aftap, pomphuis

G 1/2 2)3) /
G 3/4 2)

6 D.1 Förderflüssigkeit-Auffüllen und Entlüften / Fluid handled-priming and venting /
Remplissage et dégazage de liquide véhiculé / Riempimento e scarico del liquido convogliato /
Llenado y desaireación del líquido de impulsión / vul en ontluchting

G 1/2 2)3) /
G 3/4 2)

6 D.2 Förderflüssigkeit-Auffüllen und Entlüften / Fluid handled-priming and venting /
Remplissage et dégazage de liquide véhiculé / Riempimento e scarico del liquido convogliato /
Llenado y desaireación del líquido de impulsión / vul en ontluchting

G 1/4

8 B.1 Förderflüssigkeit-Entleerung / Casing drain / Vidange du liquide véhiculé /
Scarico del liquido convogliato / Vaciado del líquido de impulsión / aftap, pomphuis

G 1/4

8 B.2 Leckflüssigkeit-Ablass / Leakage drain / Vidange liquide de fuite /
Uscita del liquido di fuga / Salida del líquido de fugas / lekvloeistof afvoer

G 1/4

2) G = ISO 228/1
3) bei Baugröße 125-500/2 / for pump sizes 125-500/2 / pour tailles des pompes 125-500/2 / para tamaños de bomba 125-500/2 / nelle grandezza 125-500/2 /bij Bouwgrootte 125-500/2

Tolerances of connecting dimensions as per EN 735

mm

Etanorm-
RSY

DN11) DN21) a b b2 b3 c d1m6 d2 e f h1 h2 h3 i1 l m1 m2 n1 n2 n3 n4 s1 s2 t u w

125-500/2 150 125 245 120 290 400 121 60 24 270 703 355 300 297 95 140 250 190 270 300 220 250 6 22 64 18 582

150-500.1 200 150 150 100 300 470 115 60 28 315 715 400 450 359 115 140 300 230 240 260 190 210 6 25 64 18 600

200-330 250 200 200 100 360 485 120 60 28 315 715 400 400 390 115 140 300 230 220 280 170 230 8 25 64 18 595

200-400 250 200 180 130 340 460 120 60 28 290 715 400 400 358 115 140 300 230 220 280 155 215 8 25 64 18 595

200-500 250 200 200 130 410 560 115 60 28 387 715 500 450 497 140 140 350 280 320 380 255 315 20 25 64 18 600

250-330 250 250 250 130 400 550 120 60 34 345 715 450 400 445 140 140 350 280 310 390 245 325 10 25 64 18 595

250-400 300 250 180 130 360 540 120 60 34 335 715 450 480 400 140 140 350 280 320 380 255 315 10 25 64 18 595

250-500 300 250 225 130 420 630 115 60 34 425 715 500 500 514 162.5 140 400 325 360 440 295 375 20 32 64 18 600

300-360 300 300 300 160 460 640 122 60 34 387 717 560 450 505 162.5 140 400 325 310 390 230 310 20 32 64 18 595

300-400 350 300 300 160 460 650 120 60 34 425 715 560 500 540 162.5 140 400 325 350 450 270 370 20 32 64 18 595

300-500 350 300 300 160 470 690 115 60 34 450 715 560 500 581 162.5 140 400 325 350 450 270 370 20 32 64 18 600

1) DN = EN 1092-2/DN.../PN 16/21/GJS-400-18-LT/B
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Etanorm SYA
Recommended Spare Parts Stock for 2 Years� Continuous Operation to DIN 24296
Part No. Description Number of pumps (including stand-by pumps)

2 3 4 5 6 and 7 8 and 9 10 and more
Quantity of spare parts

210
230
321
330
433
502.1/.2
--
--

Shaft
Impeller (incl. casing wear ring 502.2)
Deep-groove ball bearing
Bearing bracket 1)
Mechanical seal
Casing wear ring
Gasket / Joint ring (set) 2)
Torque-transmitting coupling element (set)

1
1
1
--
1
1
4
1

1
1
1
--
1
1
6
1

1
1
2
--
2
1
8
2

2
2
2
--
2
2
8
2

2
2
3
--
3
2
9
3

2
2
4
1
3
2
12
4

20 %
20 %
100 %
2 off
25 %
20 %
150 %
30 %

1) Bearing bracket 330 cpl., consisting of: shaft 210, plain bearing 310, deep-groove ball bearing 321, bearing bracket 330, bearing cover 360, joint ring 411.1, O-ring 412.1/.2, mechanical
seal 433, seat ring holder 476, disc 550.1/.2/.3, hex. head bolt 901.1, screwed plug 903, plug 916, hex. nut 920.3, spring washer 930, circlip 932.1/.2

2) Gasket / Joint ring (set), consisting of: gasket 400, joint ring 411.1/.3/.4

Interchangeability of Etanorm SYA, Etabloc SY, Etaline SY Components and Interchangeability of Component Parts
Description

Part No.

32-125.1 25 32-125.1/. O 1 1 1 O O 1 1 1 1 1 1 1 1 X

32-160.1 25 32-160.1/. 40-160/.. O 1 2 1 1 O 1 1 1 1 1 1 1 1 3

32-200.1 25 32-200.1/. 40-200/.. O 2 3 1 2 O 1 1 1 1 1 1 1 1 3

32-160 25 32-160/.. 50-160/.. O 1 2 1 1 O 1 1 1 1 1 1 1 1 3

32-200 25 32-200/.. 50-200/.. O 2 3 1 2 O 1 1 1 1 1 1 1 1 3

32-250 25 O 3 4 1 O 2 1 1 1 1 1 1 10

40-160 25 40-160/.. 65-160/.. O 1 2 1 O O 1 1 1 1 1 1 1 2 3

40-200 25 40-200/.. 65-200/.. O 2 3 1 O O 1 1 1 1 1 1 1 O 3

40-250 25 O 3 4 1 O 2 1 1 1 1 1 2 10

40-315 35 O O 7 2 O 3 2 2 2 2 2 2 13

50-160 25 50-160/.. 80-160/.. O 1 3 1 O O 1 1 1 1 1 1 1 3 3

50-200 25 50-200/.. 80-200/.. O 2 3 1 O O 1 1 1 1 1 1 1 3 3

50-250 25 O 3 4 1 O 2 1 1 1 1 1 3 10

50-315 35 O 7 7 2 O 3 2 2 2 2 2 4 11

65-160 25 65-160/.. 100-160/.. O 4 3 1 O O 1 1 1 1 1 1 1 4 5

65-200 25 65-200/.. O O 4 1 O O 1 1 1 1 1 1 1 4 5

65-250 35 O O 5 2 O 3 2 2 2 2 2 5 13

65-315 35 O 7 7 2 O 3 2 2 2 2 2 5 11

80-160 25 80-160/.. 100-170/.. O 4 4 1 O O 1 1 1 1 1 1 1 6 5

80-200 35 O 5 O 2 O 3 2 2 2 2 2 6 11

80-250 35 O 6 5 2 O 3 2 2 2 2 2 6 11

80-315 35 O 7 6 2 O 3 2 2 2 2 2 6 11

100-160 35 O 5 5 2 O 3 2 2 2 2 2 7 11

100-200 35 O 5 5 2 O 3 2 2 2 2 2 7 11

100-250 35 O 6 7 2 O 3 2 2 2 2 2 7 11

100-315 35 O 7 6 2 O 3 2 2 2 2 2 7 11

125-200 35 O O 6 2 O 3 2 2 2 2 2 8 O

125-250 35 O O 6 2 O 3 2 2 2 2 2 8 O

125-315 55 O 8 9 3 O 3 3 3 3 3 3 8 12

125-400 55 O 9 8 3 O 3 3 3 3 3 3 8 12

150-315 55 O 8 9 3 O 3 3 3 3 3 3 9 12

150-400.1 55 O 10 8 3 O 3 3 3 3 3 3 9 X

1) Etanorm SYA only
2) Etabloc SY/Etaline SY only
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Etanorm-RSY
Recommended Spare Parts Stock for 2 Years� Continuous Operation
Part No. Description Number of pumps (including stand-by pumps)

2 3 4 5 6 and 7 8 and 9 10 and more

Quantity of spare parts

171 Diffuser 1) 1 1 1 2 2 2 20 %

210 Shaft 1 1 1 2 2 2 20 %

230 Impeller 2) 1 1 1 2 2 2 20 %

321 Deep-groove ball bearing 1 1 2 2 3 4 100 %

330 Bearing bracket - - - - - 1 2 off

400./... Gasket (set) 4 6 8 8 9 12 150 %

412 O-Ring 1) 4 6 8 8 9 12 150 %

433 Mechanical seal 1 1 2 2 2 3 25 %

502.01/.02 Casing wear ring 2 2 2 3 3 4 50 %

--- Torque-transmitting coupling element (set) 1 1 2 2 3 4 30 %

1) Etanorm-RSY 125-500/2 only
2) Etanorm-RSY 125-500/2 double quantity
3) Bearing bracket cpl., consisting of: shaft 210, deep-groove ball bearing 321, bearing cover 360.02, joint ring 411.11/.20/.21/.85, O-ring 412.82/.83,
mechanical seal 433, seat ring holder 476, ring 550.32, spacer ring 504.01/.02, bearing sleeve 529.21, bearing bush 545.21, grooved pin 561.52,
screwed plug 903.20/.21/.85, hex. nut 920.04, keywayed nut 920.21, impeller nut 922, key 940.01/.02, lockwasher 931.01

Interchangeability of Component Parts

Description

Part-No.

Etanorm-
RSY

125-500/2 65 O O O O O 1 1 1 1 1 O O 1 1
150-500.1 65 O 1 O 1 O 1 1 1 1 1 1 1 1 1

200-330 65 O 4 O 1 O 1 1 1 1 1 O 4 1 1

200-400 65 O O O 1 O 1 1 1 1 1 2 2 1 1

200-500 65 O 1 O 1 O 1 1 1 1 1 O 1 1 1

250-330 65 O O O 1 O 1 1 1 1 1 O 4 1 1

250-400 65 O O O 1 O 1 1 1 1 1 O 1 1 1

250-500 65 O 2 O 1 O 1 1 1 1 1 O 1 1 1

300-360 65 O 3 O 1 O 1 1 1 1 1 O 1 1 1

300-400 65 O 3 O 1 O 1 1 1 1 1 3 1 1 1

300-500 65 O 2 O 1 O 1 1 1 1 1 3 1 1 1

Components differ Same components
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1211.54/7-90 G2  Et an o rm / Et ab lo c/Et an o rm -R
Kennlinienheft / Performance Curves Booklet /
Cahier de courbes caractéristiques / Foglio delle curve caratteristiche /
Grafieken / Folleto de curvas características

50 Hz Etanorm/Etabloc 2900, 1450 1/min-1
n = 2900 min-1 n = 1450 min-1

Baugröße Seite Seite
Pump size Page Page
Type de pompe Page Page
Tamaño Pagina Pagina
Grootte Bladzijde Bladzijde
Grandezza Pagina Pagina
25-20.1 - x 8 - x 37
32-23.1 - x 9 - - ---
32-125.1 x x 10 x x 38
32-160.1 x x 11 x x 39
32-200.1 x x 12 x x 40
32-250.1 x x 13 x x 41
32-125 x x 14 x x 42
32-160 x x 15 x x 43
32-200 x x 16 x x 44
32-250 x x 17 x x 45
40-125 x x 18 x x 46
40-160 x x 19 x x 47
40-200 x x 20 x x 48
40-250 x x 21 x x 49
40-315 - - --- x x 50
50-125 x x 22 x x 51
50-160 x x 23 x x 52
50-200 x x 24 x x 53
50-250 x x 25 x x 54
50-315 - - --- x x 55

n = 2900 min-1 n = 1450 min-1

Baugröße Seite Seite
Pump size Page Page
Type de pompe Page Page
Tamaño Pagina Pagina
Grootte Bladzijde Bladzijde
Grandezza Pagina Pagina
65-125 x x 26 x x 56
65-160 x x 27 x x 57
65-200 x x 28 x x 58
65-250 x x 29 x x 59
65-315 - - -- x x 60
80-160 x x 30 x x 61
80-200 x x 31 x x 62
80-250 x x 32 x x 63
80-315 - - -- x x 64
80-400 - - -- x x 65
100-160 x x 33 x x 66
100-200 x x 34 x x 67
100-250 x - 35 x x 68
100-315 - - -- x x 69
100-400 - - -- x x 70
125-200 x - 36 x x 71
125-250 - - -- x x 72
125-315 - - -- x x 73
125-400 - - -- x x 74
150-200 - - -- x x 75
150-250 - - -- x x 76
150-315 - - -- x x 77
150-400 - - -- x x 78

50 Hz Etanorm-R 1450, 960 1/min-1
n = 1450 min-1 n = 960 min-1

Baugröße Seite

R

Seite
Pump size

m
-R Page

m
-R Page

Type de pompe rm
-

Page
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-

Page
Tamaño
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Pagina
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Pagina
Grootte

E
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Bladzijde E
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Bladzijde
Grandezza E

t

Pagina

E

Pagina
125-500.2 x 79 x 94
150-500.1 x 80 x 95
200-250 x 81 x 96
200-260 x 82 x 97
200-330 x 83 x 98
200-400 x 84 x 99
200-500 x 85 x 100
250-300 x 86 x 101

n = 1450 min-1 n = 960 min-1
Baugröße Seite Seite
Pump size

m
-R Page

m
-R Page

Type de pompe rm
-

Page rm
-

Page
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Pagina
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Pagina E
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Pagina
250-330 x 87 x 102
250-400 x 88 x 103
250-500 x 89 x 104
300-340 x 90 x 105
300-360 x 91 x 106
300-400 x 92 x 107
300-500 x 93 x 108
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Allgemein
Die in den Kennlinienblättern angegebenen NPSH--Werte sind
Minimalwerte, die der Kavitationsgrenze entsprechen; sie gel-
ten für entgastes Wasser.
Aus Sicherheitsgründen sind daher die Kurvenwerte für die An-
wendung um mindestens 0,5 m zu erhöhen.
Garantien der Meßwerte in den Kennlinien nach DIN 1944/III.
Die Förderhöhen und Leistungsangaben gelten für Förderme-
dienmit derDichte �= 1,0 kg/dm3 und eine kinematischeVisko-
sität � bis 20 mm2/s.
Ist dieDichte¸1,0, dannmußdie Leistungsangabemit �multi-
pliziert werden.
Achtung!
Bei Werkstoffausführung 1.4408 sind die in den Kennlinien an-
gegebenen Wirkungsgradprozente jeweils um 2%-Punkte zu
reduzieren.
Die Motornennleistungen gelten bei einer Umgebungstempe-
ratur bis 40 �C, einer Aufstellungshöhe bis 1000 m über dem
Meeresspiegel und Spannungen
bis 2,2 kW: 220-240 V/380-420 V
ab 3,0 kW: 380-420 V/660-725 V.

General
The NPSH values given in the performance curve sheets are
minimum values which correspond to the inception of cavita-
tion, they apply to degassed water.
For reasons of safety the curve valuesmust, therefor, be increa-
sed by at least 0.5 m for application.
For guarantees ofmeasured values see performance curves to
DIN 1944/III.
The total heads and the performance characteristics refer to
mediums compressed with � = 1.0 kg/dm3 and a kinematic vis-
cosity � up to 20 mm2/s.
If the density¸ 1.0, the performance characteristics are to be
multiplied by �.
Caution!
Incase of material construction 1.4408 the efficiency percen-
tages stated in the performance curves have to be reduced by
2%, each.
The motor ratings are valid for an ambient temperature of max.
40 �C, for places of installation situatedmax. 1000m above sea
level and frequencies
up to 2.2 kW: 220-240 V/380-420 V
from 3.0 kW: 380-420 V/660-725 V.

Généralités
Les valeurs duNPSH indiquées par les feuilles de courbes sont
des valeurs minimales qui correspondent à la limite de cavita-
tion; elles concernent le pompage d’eau dégazée.
Pour des raisons de sécutité, les valeurs de la courbe sont à
augmenter d’au moins 0,5 m pour l’application.
Valeurs mesurées des courbes garanties selon DIN 1944/III.
Les caractéristiques de la pompe indiquées sont valables pour
un fluide pompé d’une densité égale à 1 kg/dm3, et pour une
viscosité cinématique n’excédant pas 20 mm2/s.
Si la densité du fluide pompé a une valeur différente de 1,0,
multiplier par cette valeur les caractéristiques indiquées.
Attention!
Pour l’exécution en 1.4408 les pourcentages du rendement
indiqués dans les courbes caractéristiques sont à réduire de
2%.
Les puissances nominales du moteur sont valables pour une
température ambiante jusqu’à 40 �C, pour une hauteur
d’installation jusqu’à 1000 m au-dessus du niveau de la mer et
fréquences
jusqu’à 2,2 kW: 220-240 V/380-420 V
de 3,0 kW: 380-420 V/660-725 V.

Generalidades
I valori di NPSH indicati nei foigli delle curve sono valori minimi,
che corrispondono al limite della cavitazione; essi valgono per
acqua degasata.
Per motivi di sicurezza i valori delle curve devono quindi venir
aumentati di 0,5 m per l’impiego pratico.
I valori misurati delle curve sono gerantiti secondo DIN1944/III.
Le prevalenze e le potenze indicate valgono per liquidi con den-
sità � = 1,0 kg/dm3 ed una viscosità cinematica � sino a 20
mm2/sec. al massimo.
Se le densità¸ 1,0, la potenza indicata deve venir moltiplicata
per �.
Attenzione!
Con l’esecuzione in 1.4408 i rendimenti percentuali indicati
nelle curve carrateristiche devono venir ridotti di 2 punti
percentuali.
Le potenze nominali dei motori valgono con una temperatura
ambiente fino a 40 �C, una installazione sino alla quota di1000
m sul livello del mare e tensioni
fino a 2,2 kW: 220-240 V/380-420 V
da 3,0 kW: 380-420 V/660-725 V.

Algemeen
De in de grafieken aangegeven NPSH-waarden zijn minimale
waarden die overeenkomen met de kavitatiegrenzen; zij gel-
den voor niet gashoudend water.
Uit veiligheidsoverwegingen dienen de grafiekwaarden voor de
toepassing met tenminste 0,5 m verhoogt te worden.
De meetwaarden in de grafieken voldoen aan DIN 1944/III.
De obvoerhoogten en afgegeven vermogens gelden voor
media met een dichtheid � = 1,0 kg/dm3 en een kinematische
viskositeit � tot max. 20 mm2/s.
Als de dichtheid¸ 1,0, dan dient het afgegeven vermogenmet
� vermenigvuldigt te worden.
Let op!
Bij materiaaluitvoering 1.4408 dienende in de grafik aange-
geven rendementspercentages telkens met 2% gereduceerd
te worden.
De motorkapaciteiten gelden voor omgevingstemperaturen tot
40 �C, opstellingshoogten tot 1000 m boven zeeniveau en
frequenties
tot 2,2 kW: 220-240 V/380-420 V
van af 3,0 kW: 380-420 V/660-725 V.

Generalità
Los valores NPSH indicados en las hojas de curvas caracte-
rísticas son valores mínimos que corresponden al limite de ca-
vitación y rigen para agua desgasificada.
En la practica, los valores de las curvas deben aumentarse por
lo menos 0,5 m por razones de seguridad.
Garantías de los valores de medición en las curvas carcterí-
sitcas según DIN 1944/III.
Las alturas manométricas y las indicaciones sobre potencias
requeridas valen para líquidos de elevación con densidad � =
1,0 kg/dm3 y una viscosidad cinemática hasta unmáximo de20
mm2/s.
Si la densidad ¸ 1,0 debe multiplicarse la potentica indicada
por �.
Atención!
En la ejecución 1.4408, los porcentajes del rendimiento
indicados en las curvas caraterísticas deben reducirse en un
2%.
Las potencias nominales de los motores son válidas para una
temperatura ambiente de hasta 40 �C, una altura de instalación
de hasta 1000 m sobre el nivel del mar y tensiones
hasta 2,2 kW: 220-240 V/380-420 V
desde 3,0 kW: 380-420 V/660-725 V.
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Kennfelder / Selection Charts / Courbes / Caractéristiques /
Campo caratteristico / Grafieken / Curvas características
Etanorm
n = 29001/min
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Etabloc

n = 2900 1/min
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Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 32--125
Etabloc 2900 1/min

9,6 mm
9,6 mm

K1211.452/181/5

0 50 100 150US.gpm

0 20 40 60 80 100 120 130IM.gpm

0 2 4 6 8 10l/s

0 5 10 15 20 25 30 35m /h3

0 5 10 15 20 25 30 35m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

40

60

80

ft

10

15

20

25

29

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

2

4

hp

1

2

3

0.2

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

2

4

ft

0.5

1.0

1.4

m

NPSHR

� ���

ø108

61.8

4040 50

6060

ø108

ø114

63.4

40 50
6060

ø114

ø119

64.7

40 50
6060

ø119

ø123

65.7

40 5050
60

ø123

ø129

67.3

4040 50
60

66

66

ø129

ø134

68.7

40 50
60

6666

ø134

ø139

70

4040 50
60

66

69

69

ø139

Qmin

14



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 32--160
Etabloc 2900 1/min

5,6 mm
5,6 mm

K1211.452/182/6

0 50 100 150US.gpm

0 20 40 60 80 100 120IM.gpm

0 2 4 6 8 9.5l/s

0 5 10 15 20 25 30 35m /h3

0 5 10 15 20 25 30 35m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

50

100

ft

20

30

40

14

44

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

2

4

hp

1

2

3

4

0.6

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

0

10

ft

0

2

4

m

NPSHR

� ���

ø136

62.5

45
55

60

60

ø136

ø144

62.9

4545
5555

60

60

ø144

ø154

63.2

45
5555

60

60

63

63

ø154

ø161

63.4

45
55

60

60

63

63

ø161

ø168

63.7

45
55

60

63

63

ø168

ø176

64

45
5555

60

63

63

ø176

Qmin

15



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 32--200
Etabloc 2900 1/min

6,0 mm
6,0 mm

K1211.452/183/5

0 50 100 150 180US.gpm

0 50 100 150IM.gpm

0 2 4 6 8 10 11.5l/s

0 5 10 15 20 30 35 40 42m /h3

0 5 10 15 20 30 35 40 42m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

50

100

150

200

ft

20

30

40

50

60

14

64

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

5

10

hp

2

4

6

8

1

9

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

10

4

ft

2

4

1

5

mNPSHR

� ���

ø170

52.7

3535 44

44

50

50

ø170

ø178

54

3535 44

44

50

50

ø178

ø186

55.3

3535 44

44

50

50

55

55

ø186

ø192

56.3

35 44

44

50

50

55

55

ø192

ø202

57.9

35 4444 50

50

55

55

ø202

ø209

59

35 4444 50

50

55

55

58

58

ø209

Qmin
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Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 32--250
Etabloc 2900 1/min

8,0 mm
8,0 mm

K1211.452/184/5

0 50 100 150US.gpm

0 20 40 60 80 100 120IM.gpm

0 2 4 6 8 9.5l/s

0 5 10 15 20 25 30 35m /h3

0 5 10 15 20 25 30 35m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

200

300

ft

40

60

80

100

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

10

15

20

hp

5

10

15

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

5

2

ft
1

2

0.4

2.6

mNPSHR

� ���

ø209

43.5

2020 30
4040

ø209

ø220

44.5

20 30
40

ø220

ø230

45.4

2020 30
40

ø230

ø238

46.1

2020 30
4040

46

46

ø238

ø249

47

20 30 40

46

46

ø249

ø260

48

20 30 40
46

46

ø260

Qmin
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Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 40--125
Etabloc 2900 1/min

14,0 mm
14,0 mm

K1211.452/231/5

0 50 100 150 200 250 280US.gpm

0 50 100 150 200 230IM.gpm

0 5 10 15 17l/s

0 10 20 30 40 50 60 64m /h3

0 10 20 30 40 50 60 64m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

40

60

80

ft

10

15

20

25

7

28

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

2

4

hp

1

2

3

4

0.2

kW
Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

10

2

ft2

4

0.5

m

NPSHR

� ���

ø105

67.5

45
6060

ø105

ø110

68.7

45
60

ø110

ø115

69.9

45
60

ø115

ø120

71

4545
6060

70

70

ø120

ø124

72

45
60

7070

ø124

ø128

72.9

4545
6060

7070

ø128

ø134

74.3

45 60
7070

74

74

ø134

ø139

75.5

4545
60

7070

74

74

ø139

Qmin
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Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 40--160
Etabloc 2900 1/min

12,0 mm
12,0 mm

K1211.452/242/5

0 100 200 300US.gpm

0 50 100 150 200 250 270IM.gpm

0 5 10 15 20l/s

0 10 20 30 40 50 60 70 74m/h3

0 10 20 30 40 50 60 70 74m/h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

50

100

150

ft

10

20

30

40

46

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

5

10

hp

2

4

6

8

0.5

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

0

10

ft

0

2

4

5.5

m
NPSHR

� ���

ø128

74.8

4545 60
7070

ø128

ø135

75.3

45 6060
7070

75

75

ø135

ø140

75.6

4545 60
7070

75

75

ø140

ø147

76.1

45 60
7070

75

75

ø147

ø152

76.5

4545 60
7070

75

75

ø152

ø160

77

45 60
70

75

75

ø160

ø166

77.4

45 60
70

7575

ø166

ø174

78

4545 60
7070

7575

77.5

77.5

ø174

Qmin

19



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 40--200
Etabloc 2900 1/min

9,0 mm
9,0 mm

K1211.452/223/5

0 100 200 300US.gpm

0 50 100 150 200 250IM.gpm

0 5 10 15 19l/s

0 10 20 30 40 50 60 70m/h3

0 10 20 30 40 50 60 70m/h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

100

200

ft

20

40

60

10

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

5

10

15

hp

5

10

1

13

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

10

4

ft
2

4

1

m
NPSHR

� ���

ø160

58.8

35 50

50

ø160

ø175

61.9

3535 50

50

60

60

ø175

ø184

63.8

35 50

50

60

60

ø184

ø192

65.5

35 50

50

60

60

ø192

ø199

66.9

35 50 60

60

ø199

ø209

69

3535 50 60

60

67

67

ø209

Qmin

20



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 40--250
Etabloc 2900 1/min

8,0 mm
8,0 mm

K1211.452/244/5

0 100 200 300US.gpm

0 50 100 150 200 250IM.gpm

0 5 10 15 20l/s

0 10 20 30 40 50 60 70m /h3

0 10 20 30 40 50 60 70m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

100

200

300

ft

20

40

60

80

100

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

10

20

30

hp

5

10

15

20

1

23

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

10

2

ft2

4

0.5

m

NPSHR

� ���

ø200

57

4040
50

56

56

ø200

ø214

57.6

40
5050

56

56

ø214

ø225

58.2

40
5050

56

56

ø225

ø236

58.8

40
5050

56

56

ø236

ø248

59.4

40 5050
56

56

59

59

ø248

ø260

60

40 50
56

56

59

59

ø260

Qmin

21



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 50--125
Etabloc 2900 1/min

20,5 mm
20,5 mm

K1211.452/281/5

0 100 200 300 400 500US.gpm

0 100 200 300 400IM.gpm

0 10 20 30l/s

0 20 40 60 80 100 120m/h3

0 20 40 60 80 100 120m/h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

40

60

80

ft

10

15

20

25

8

28

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

5

10

hp

2

4

6

0.5

7.5

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

20

5

ft

2

4

6

1

7.5

m

NPSHR

� ���

ø112

75

50

65

74

74

ø112

ø120

76.3

50
6565

74

74

ø120

ø125

77.2

50
65

74

74

ø125

ø131

78.2

5050
6565

74

74

78

78

ø131

ø137

79.2

50
6565

74

74

78

78

ø137

ø142

80

5050
65

74

74

78

78

ø142

Qmin

22



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 50--160
Etabloc 2900 1/min

16,0 mm
16,0 mm

K1211.452/282/5

0 100 200 300 400 500 540US.gpm

0 100 200 300 400 440IM.gpm

0 10 20 30 34l/s

0 20 40 60 80 100 120m /h3

0 20 40 60 80 100 120m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

50

100

150

ft

10

20

30

40

46

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

0

10

hp

0

5

10

13

kW
Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

0

15

ft

0

2

4

6

mNPSHR

� ���

ø128

76.4

55
68

75

75

ø128

ø135

77

5555
6868

75

75

ø135

ø141

77.6

5555
68

75

75

ø141

ø148

78.2

55
68

7575

78

78

ø148

ø154

78.7

5555
6868

7575

78

78

ø154

ø161

79.3

55
68

7575

78

78

ø161

ø167

79.9

55
68

75

78

78

ø167

ø174

80.5

5555
6868

7575
78

78

80

80

ø174

Qmin

23



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 50--200
Etabloc 2900 1/min

11,5 mm
11,5 mm

K1211.452/283/6

0 100 200 300 400 500 540US.gpm

0 100 200 300 400 440IM.gpm

0 10 20 30 34l/s

0 20 40 60 80 100 120m /h3

0 20 40 60 80 100 120m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

100

200

ft

20

40

60

75

mFörderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

10

20

30

hp

5

10

15

20

1

23

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

0

20

ft

0

5

8

m

NPSHR

� ���

ø170

67.7

48
62

62

ø170

ø180

69.1

48 62

62

ø180

ø187

70

48 62

62

ø187

ø193

70.9

4848 62

62

70

70

ø193

ø202

72.1

4848 62

62

70

70

ø202

ø210

73.3

48 62

62

70

70

73
73

ø210

ø219

74.5

48 62
70

70

73

73

ø219

Qmin

24



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 50--250
Etabloc 2900 1/min

12,0 mm
12,0 mm

K1211.452/284/5

0 100 200 300 400 500US.gpm

0 100 200 300 400IM.gpm

0 10 20 30l/s

0 20 40 60 80 100 120m/h3

0 20 40 60 80 100 120m/h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

200

300

ft

40

60

80

100

m
Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

20

40

hp

10

20

30

4

34

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

0

20

ft

0

5

7

m

NPSHR

� ���

ø215

65.2

50
60

60

65

65

ø215

ø220

65.6

5050
60

60

65

65

ø220

ø230

66.5

5050
60

60

65

65

ø230

ø239

67.2

5050
60

60

65

65

ø239

ø249

68.1

50
60

60

65

65

67.5

67.5

ø249

ø260

69

50
60

60

65

65

67.5

67.5

ø260

Qmin

25



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 65--125
Etabloc 2900 1/min

25,6 mm
25,6 mm

K1211.452/311/5

0 200 400 600 750US.gpm

0 200 400 600IM.gpm

0 10 20 30 40 48l/s

0 20 40 60 80 120 140 160 175m /h3

0 20 40 60 80 120 140 160 175m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

20

40

60

80

ft

5

10

15

20

25

28

m
Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

5

10

hp

2

4

6

8

1

9

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

10

2

ft

2

4

0.5

5.5

mNPSHR

� ���

ø118/100

75.9

56
6767

75

75

ø118/100

ø118/100

ø120/108

77

56
6767

75

75

ø120/108

ø119

78.1

5656
67

75

75

ø119

ø122

78.8

56
6767

75

75

ø122

ø128

80.2

56
6767

75

75

80

80

ø128

ø131

80.8

56 6767
7575

80

80

ø131

ø137

82.1

56
67

7575

80

80

ø137

ø141

83

56 6767
7575

80

80

ø141

ø141

Qmin

26



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 65--160
Etabloc 2900 1/min

21,0 mm
21,0 mm

K1211.452/312/5

0 200 400 600 750US.gpm

0 200 400 600IM.gpm

0 10 20 30 40 48l/s

0 20 40 60 80 120 140 160 175m /h3

0 20 40 60 80 120 140 160 175m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

50

100

ft

20

30

40

12

44

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

10

20

hp

5

10

15

1

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

20

5

ft

5

10

1

m

NPSHR

� ���

ø138/126

80.1

55 6767
7575

80

80

ø138/126

ø138/126

ø144/132

80.5

55 6767
75

80

80

ø144/132

ø147/142

81

55 6767
7575

80

80

ø147/142

ø151

81.4

55 6767
7575

80

80

ø151

ø159

82

55 6767
7575

80

80

ø159

ø166

82.4

55 6767
7575

80

80

ø166

ø174

83

55 67
7575

80

80

82.5

82.5

ø174

ø174

Qmin

27



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 65--200
Etabloc 2900 1/min

17,0 mm
17,0 mm

K1211.452/313/5

0 200 400 600 700US.gpm

0 200 400 600IM.gpm

0 10 20 30 40 46l/s

0 20 40 60 80 120 140 160 170m/h3

0 20 40 60 80 120 140 160 170m/h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

100

150

200

ft

30

40

50

60

70

26

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

20

40

hp

10

20

30

2

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

0

20

ft

0

5

7

m

NPSHR

� ���

ø175

76.6

50 6565
74

74

ø175

ø175

ø180

77

50 65
74

74

ø180

ø187

77.5

50 6565
74

74

ø187

ø195

78.2

50 6565
74

74

78

78

ø195

ø204

78.8

50 6565
74

74

78

78

ø204

ø211

79.4

50 6565
7474

78

78

ø211

ø219

80

50 65
74

78

78

ø219

ø219

Qmin

28



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 65--250
Etabloc 2900 1/min

13,9 mm
13,9 mm

K1211.452/324/5

0 200 400 600 750US.gpm

0 200 400 600IM.gpm

0 10 20 30 40 48l/s

0 20 40 60 80 120 140 160 175m /h3

0 20 40 60 80 120 140 160 175m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

200

300

ft

40

60

80

100

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

20

40

60

hp

10

20

30

40

4

46

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

20

5

ft

2

4

6

1

7.5

m

NPSHR

� ���

ø215

74.4

55
6868

74

74

ø215

ø220

75

55
6868

74

74

ø220

ø229

74.9

5555
6868

74

74

ø229

ø240

75.3

5555
68

74

74

ø240

ø250

75.6

55
68

74

74

ø250

ø260

76

55
68

74

74

ø260

Qmin

29



30



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 80--200
Etabloc 2900 1/min

23,5 mm
23,5 mm

K1211.452/363/5

0 200 400 600 800 1000 1200US.gpm

0 200 400 600 800 1000IM.gpm

0 20 40 60 80l/s

0 50 100 150 200 250 290m /h3

0 50 100 150 200 250 290m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

100

150

200

ft

30

40

50

60

70

24

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

20

40

60

hp

10

20

30

40

4

48

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

10

20

ft

4

6

8

3

m

NPSHR

� ���

ø180

80

58
7070

78

78

ø180

ø190

80.9

58
7070

78

78

ø190

ø199

81.7

58
70

78

78

ø199

ø208

82.5

58
7070

78

78

82

82

ø208

ø219

83.5

58 7070
78

78

82

82

ø219

Qmin

31



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 80--250
Etabloc 2900 1/min

19,0 mm
19,0 mm

K1211.452/364/5

0 200 400 600 800 1000 1200 1300US.gpm

0 200 400 600 800 1000IM.gpm

0 20 40 60 80l/s

0 50 100 150 200 250 300m /h3

0 50 100 150 200 250 300m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

200

300

ft

40

60

80

100

110

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

50

100

hp

20

40

60

80

5

kW
Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

0

20

ft

0

5

10

m

NPSHR

� ���

ø215

79

50 65
75

75

ø215

ø223

79.2

50 6565
75

75

79

79

ø223

ø231

79.4

5050 6565
75

75

79

79

ø231

ø243

79.8

5050 6565
75

75

79

79

ø243

ø256

80.1

50 65
75

75

79

79

ø256

ø269

80.5

50 6565
75

75

79

79

ø269

Qmin

P Etabloc <= 45 kW

Qmax Etabloc

32



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 100--160
Etabloc 2900 1/min

36,0 mm
36,0 mm

K1211.452/391/5

0 500 1000 1500 1800US.gpm

0 500 1000 1500IM.gpm

0 20 40 60 80 100 115l/s

0 50 100 150 200 300 350 400 430m /h3

0 50 100 150 200 300 350 400 430m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

50

100

ft

10

20

30

40

44

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

20

30

40

hp

15

20

25

30

12

34

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

20

30

ft

4

6

8

10

mNPSHR

� ���

ø178/155

79

50
60

70

70

77

77

ø178/155

ø184/164

80.5

50 60
7070

77

77

ø184/164

ø185/167

81

50 60
70

77

77

ø185/167

ø185

82

50 60
7070

77

77

81

81

ø185

Qmin

33



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 100--200
Etabloc 2900 1/min

32,5 mm
32,5 mm

K1211.452/393/5

0 500 1000 1500 1900US.gpm

0 500 1000 1500IM.gpm

0 20 40 60 80 100 120l/s

0 50 100 150 200 300 350 400 440m /h3

0 50 100 150 200 300 350 400 440m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

100

150

200

ft

20

30

40

50

60

68

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

20

40

60

80

hp

20

40

60

5

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

20

40

ft

5

10

3

13

m
NPSHR

� ���

ø179

76

45 62

62

74

74

ø179

ø179

ø189

78.4

45 62

62

74

74

ø189

ø197

80.3

45 62
74

74

80

80

ø197

ø207

82.7

45 6262
74

74

80

80

ø207

ø219

85.5

45 62
7474

80

80

84

84

ø219

ø219

Qmin

P Etabloc <= 45 kW

Qmax Etabloc

34



35



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 125--200 2900 1/min

40,7 mm
40,7 mm

K1211.452/443/5

0 1000 2000 3000US.gpm

0 500 1000 1500 2000 2500IM.gpm

0 50 100 150 200l/s

0 100 200 300 400 500 600 700m /h3

0 100 200 300 400 500 600 700m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

100

150

200

ft

30

40

50

60

70

22

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

50

100

hp

40

60

80

100

25

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

40

25

ft10

15

7

17

m
NPSHR

� ���

ø208/160

81

50
6060

7070

80

80

ø208/160

ø208/160

ø213/174

82.7

50 6060
7070

80

80

ø213/174

ø221/183

84.2

50 6060
7070

80

80

ø221/183

ø224/198

85.7

50 60
70

80

80

ø224/198

ø224

88

50 60
70

80

80

86

86

ø224

ø224

Qmin

36



37



38



39



40



41



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 32--125
Etabloc 1450 1/min

9,6 mm
9,6 mm

K1211.454/181/5

0 20 40 60 80US.gpm

0 20 40 60IM.gpm

0 1 2 3 4 5l/s

0 2 4 6 8 12 14 16 18m /h3

0 2 4 6 8 12 14 16 18m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

10

20

ft

2

4

6

7.5

m
Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

0.2

0.4

hp

0.1

0.2

0.3

0.04

0.38

kWLeistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

2

1

ft

0.5

1.0

0.3

m
NPSHR

� ���

ø104

54

35
45

ø104

ø108

55.5

35
45

55

55

ø108

ø113

57.3

35 4545

5555

ø113

ø119

59.6

3535
4545

55

ø119

ø124

61.4

35 45

55

ø124

ø129

63.3

3535 45
55

62

62

ø129

ø134

65.1

35 45
5555

62

ø134

ø139

67

35 45
55

62

66

66

ø139

Qmin

42



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 32--160
Etabloc 1450 1/min

5,6 mm
5,6 mm

K1211.454/182/6

0 20 40 60 75US.gpm

0 20 40 60IM.gpm

0 1 2 3 4 4.8l/s

0 2 4 6 8 12 14 16 17.5m /h3

0 2 4 6 8 12 14 16 17.5m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

10

20

30

ft

4

6

8

10

2.5

11

m
Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

0.0

0.2

0.4

0.6

hp

0.0

0.2

0.4

0.55

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

5

1

ft1

2

0.2

2.4

m
NPSHR

� ���

ø136

55.5

4242
50

55

55

ø136

ø142

56.2

42
5050

55

55

ø142

ø148

56.9

42
50

55

55

ø148

ø154

57.5

42
5050

55

55

ø154

ø162

58.4

42
50

55

55

ø162

ø169

59.2

42
50

5555

59

59

ø169

ø176

60

42
50

5555

59

59

ø176

Qmin

43



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 32--200
Etabloc 1450 1/min

6,0 mm
6,0 mm

K1211.454/183/5

0 20 40 60 80 90US.gpm

0 20 40 60 75IM.gpm

0 1 2 3 4 5 5.8l/s

0 2 4 6 8 10 12 16 18 20 21m /h3

0 2 4 6 8 10 12 16 18 20 21m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

20

40

ft

4

6

8

10

12

14

16

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

0.5

1.0

1.5

hp

0.2

0.4

0.6

0.8

1.0

0.1

1.15

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

2

4

ft
1.0

0.6

1.4

m

NPSHR

� ���

ø170

50.8

35 44

44

50

50

ø170

ø178

52.1

35 44

44

50

50

ø178

ø186

53.3

35 44

44

50

50

ø186

ø192

54.3

35 44

44

50

50

ø192

ø202

55.9

3535 4444
50

50

55

55

ø202

ø209

57

35 44 50

50

55

55

ø209

Qmin

44



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 32--250
Etabloc 1450 1/min

8,0 mm
8,0 mm

K1211.454/184/5

0 20 40 60 75US.gpm

0 20 40 60IM.gpm

0 1 2 3 4 5l/s

0 2 4 6 8 12 14 16 18m /h3

0 2 4 6 8 12 14 16 18m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

40

60

80

ft

10

15

20

25

m
Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

1

2

hp

0.5

1.0

1.5

2.0

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

2

3

ft

0.6

0.8

1.0

0.45

m
NPSHR

� ���

ø209
42.4

20 30
4040

ø209

ø213

42.7

20 30
4040

ø213

ø220

43.2

20 30
4040

ø220

ø230

43.9

20 30
4040

ø230

ø238

44.4

20 30
4040

44

44

ø238

ø249

45.2

20 30
40

44

44

ø249

ø260

46

20 30 4040
44

44

ø260

Qmin

45



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 40--125
Etabloc 1450 1/min

14,0 mm
14,0 mm

K1211.454/231/5

0 20 40 60 80 100 120 140US.gpm

0 20 40 60 80 100 115IM.gpm

0 2 4 6 8l/s

0 5 10 15 20 25 30 32m /h3

0 5 10 15 20 25 30 32m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

10

15

20

ft

3

4

5

6

7

2.2

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

0.2

0.4

0.6

hp
0.2

0.4

0.05

0.55

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

0

10

ft

0

2

3.5

m

NPSHR

� ���

ø10565.2

45
6060

ø105

ø108

66

45
60

ø108

ø113

67.4

45
6060

ø113

ø119

69

45
60

ø119

ø122

69.9

4545
60

ø122

ø128

71.5

4545
60

70

ø128

ø133

72.9

4545
60

70

ø133

ø139

74.5

4545
60

7070

74

74

ø139

Qmin

46



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 40--160
Etabloc 1450 1/min

12,0 mm
12,0 mm

K1211.454/242/5

0 50 100 150US.gpm

0 20 40 60 80 100 120 130IM.gpm

0 2 4 6 8 10l/s

0 5 10 15 20 25 30 35m /h3

0 5 10 15 20 25 30 35m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

10

20

30

ft

4

6

8

10

3

11.5

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

0.5

1.0

hp

0.2

0.4

0.6

0.8

1.0

0.1

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

5

2

ft

1

2

3

0.4

m
NPSHR

� ���

ø128

69.2

4545
60

ø128

ø138

70.7

4545
6060

70

70

ø138

ø145

71.7

45
60

70

70

ø145

ø151

72.6

45
60

70

70

ø151

ø159

73.8

4545
60

7070

ø159

ø166

74.8

4545
60

7070

74

74

ø166

ø174

76

45
60

70
74

74

ø174

Qmin

47



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 40--200
Etabloc 1450 1/min

9,0 mm
9,0 mm

K1211.454/223/5

0 50 100 150US.gpm

0 20 40 60 80 100 120IM.gpm

0 2 4 6 8 9.5l/s

0 5 10 15 20 25 30 35m /h3

0 5 10 15 20 25 30 35m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

20

40

ft

6

8

10

12

14

16

5

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

1

2

hp

0.5

1.0

1.5

0.2

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

5

9

ft

1

2

2.8

m

NPSHR

� ���

ø165

57.9

40
55

55

ø165

ø173

59.7

40
55

55

ø173

ø182

61.8

4040
55

55

ø182

ø192

64.1

40 55
62

62

ø192

ø202

66.4

40 55
62

62

ø202

ø209

68

4040 5555
62

62

67

67

ø209

Qmin

48



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 40--250
Etabloc 1450 1/min

8,0 mm
8,0 mm

K1211.454/244/5

0 50 100 150US.gpm

0 20 40 60 80 100 120 130IM.gpm

0 2 4 6 8 10l/s

0 5 10 15 20 25 30 35m /h3

0 5 10 15 20 25 30 35m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

20

40

60

ft

5

10

15

20

24

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

2

4

hp

1

2

3

0.2

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

2

3.5

ft

0.5

1.0

1.2

m

NPSHR

� ���

ø200

56.9

30
4545

55

55

ø200

ø208

57

30
45

55

55

ø208

ø218

57.2

30 45

55

55

ø218

ø227

57.4

30 45

55

55

ø227

ø238

57.6

30 45
55

55

ø238

ø250

57.8

30 45
55

55

ø250

ø260

58

30 45
55

55

ø260

Qmin

49



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 40--315
Etabloc 1450 1/min

9,0 mm
9,0 mm

K1211.454/245/4

0 50 100 150US.gpm

0 20 40 60 80 100 120 130IM.gpm

0 2 4 6 8 10l/s

0 5 10 15 20 25 30 35m /h3

0 5 10 15 20 25 30 35m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

50

100

ft

20

30

40

12

44

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

2

4

6

8

hp

2

4

6

0.5

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

0

20

ft

0

5

7

m

NPSHR

� ���

ø260

45.1

30
40

ø260

ø278

46.5

30
40

46

46

ø278

ø293

47.7

30
4040

46

46

ø293

ø307

48.8

30 40
46

ø307

ø320

49.9

30 4040
46

46

ø320

ø334

51

30 40
46

46

50

50

ø334

Qmin

50



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 50--125
Etabloc 1450 1/min

20,5 mm
20,5 mm

K1211.454/281/5

0 50 100 150 200 250US.gpm

0 50 100 150 200IM.gpm

0 5 10 15l/s

0 10 20 30 40 50 60m /h3

0 10 20 30 40 50 60m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

10

15

20

ft

2

3

4

5

6

7

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

0.5

1.0

hp

0.2

0.4

0.6

0.8

0.1

0.95

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

5

1

ft1

2

0.2

m

NPSHR

� ���

ø112

68

4545
60

ø112

ø120

71.2

45
60

70

70

ø120

ø125

73.2

45
60

70

70

ø125

ø131

75.6

4545
60

70

70

ø131

ø137

78

45
60

7070

77

77

ø137

ø142

80

4545 60
7070

77

77

ø142

Qmin

51



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 50--160
Etabloc 1450 1/min

16,0 mm
16,0 mm

K1211.454/282/5

0 50 100 150 200 250 280US.gpm

0 50 100 150 200 230IM.gpm

0 5 10 15 17l/s

0 10 20 30 40 50 60 64m /h3

0 10 20 30 40 50 60 64m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

10

20

30

ft

4

6

8

10

2.5

11.5

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

1

2

hp

0.5

1.0

1.5

0.1

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

5

2

ft

1

2

0.4

2.8

mNPSHR

� ���

ø128

72.8

50
64

ø128

ø135

74

50
64

ø135

ø141

75

50
6464

74

74

Now

ø148

76.1

50
6464

74

74

ø148

ø153

77

5050
64

74

74

ø153

ø160

78.2

50
6464

74

74

ø160

ø167

79.3

5050
64

74

74

79

79

ø167

ø174

80.5

50
64

74

74

79

79

ø174

Qmin

52



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 50--200
Etabloc 1450 1/min

11,5 mm
11,5 mm

K1211.454/283/5

0 50 100 150 200 250 280US.gpm

0 50 100 150 200 230IM.gpm

0 5 10 15 17l/s

0 10 20 30 40 50 60 64m /h3

0 10 20 30 40 50 60 64m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

20

40

ft

6

8

10

12

14

16

5

17.5

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

2

0.5

hp

1

2

0.2

2.8

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

5

2

ft

1

2

3

0.6

m

NPSHR

� ���

ø170

66.8

45 58

58

65

65

ø170

ø178

68

45 58 65

65

ø178

ø188

69.4

45 58 65

65

ø188

ø199

71.1

45 58 65

65

70

70

ø199

ø209

72.5

45 58 65

65

70

70

ø209

ø219

74

45 58 65

65

70

70

ø219

Qmin

53



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 50--250
Etabloc 1450 1/min

12,0 mm
12,0 mm

K1211.454/284/5

0 50 100 150 200 250US.gpm

0 50 100 150 200IM.gpm

0 5 10 15l/s

0 10 20 30 40 50 58m /h3

0 10 20 30 40 50 58m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

40

60

80

ft

10

15

20

25

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

2

4

hp

1

2

3

4

0.4

4.4

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

0

20

ft

0

5

7

m

NPSHR

� ���

ø215

64.5

5050
60

60

ø215

ø220

65

50
60

60

ø220

ø230

66

50
60

60

65

65

ø230

ø239

66.9

50
60

60

65

65

ø239

ø249

67.9

50
60

60

65

65

67.5

67.5

ø249

ø260

69

50
60

60

65

65

67.5

67.5

ø260

Qmin

54



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 50--315
Etabloc 1450 1/min

9,0 mm
9,0 mm

K1211.454/295/5

0 50 100 150 200 250 290US.gpm

0 50 100 150 200 240IM.gpm

0 5 10 15 18l/s

0 10 20 30 40 50 60 66m /h3

0 10 20 30 40 50 60 66m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

60

80

100

120

ft

15

20

25

30

35

13

38

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

5

10

hp

2

4

6

8

0.5

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

5

1

ft1

2

0.2

2.4

m
NPSHR

� ���

ø265

59.9

45 53

53

58

58

ø265

ø270

60

45 53

53

58

58

ø270

ø283

60.4

45 53

53

58

58

ø283

ø296

60.8

45 53

53

58

58

60.5

60.5

ø296

ø307

61.1

4545 53

53

58

58

60.5

60.5

ø307

ø320

61.5

45 5353
58

58

60.5

60.5

ø320

Qmin

55



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 65--125
Etabloc 1450 1/min

25,6 mm
25,6 mm

K1211.454/311/5

0 100 200 300 360US.gpm

0 100 200 300IM.gpm

0 5 10 15 20 23l/s

0 10 20 30 40 60 70 80 86m /h3

0 10 20 30 40 60 70 80 86m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

10

20

ft

2

4

6

1

7

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

0.5

1.0

1.5

hp

0.2

0.4

0.6

0.8

1.0

1.2

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

4

5

ft

1.2

1.4

1.6

m

NPSHR

� ���

ø118/100

60.9

5050

ø118/100

ø120/104

63

5050

ø120/104

ø122/108

65

50

ø122/108

ø120

68.5

50

65

65

ø120

ø125

72

5050
65

65

ø125

ø131

76.1

5050
65

74

74

ø131

ø138

80.9

50 6565
74

74

80

80

ø138

ø141

83

50 6565
74

74

80

80

ø141

Qmin

56



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 65--160
Etabloc 1450 1/min

21,0 mm
21,0 mm

K1211.454/312/5

0 100 200 300 380US.gpm

0 100 200 300IM.gpm

0 5 10 15 20 25l/s

0 10 20 30 40 60 70 80 90m /h3

0 10 20 30 40 60 70 80 90m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

10

20

30

ft

4

6

8

10

3

11

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

1

2

hp

0.5

1.0

1.5

2.0

0.2

kW
Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

5

1

ft1

2

0.2

m

NPSHR

� ���

ø138/126

73.4

50
6565

ø138/126

ø143/131

74.5

50
6565

ø143/131

ø149/139

76.1

50
6565

75

75

ø149/139

ø151

77.7

50
65

75

75

ø151

ø158

79.3

50 6565

75

75

ø158

ø166

81.2

50 65
75

75

81

81

ø166

ø174

83

50 6565
75

75

81

81

ø174

Qmin

57



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 65--200
Etabloc 1450 1/min

17,0 mm
17,0 mm

K1211.454/313/5

0 100 200 300 380US.gpm

0 100 200 300IM.gpm

0 5 10 15 20 24l/s

0 10 20 30 40 60 70 80 88m /h3

0 10 20 30 40 60 70 80 88m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

40

25

ft

8

10

12

14

16

6.5

17.5

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

2

4

hp

1

2

3

4

0.2

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

5

3

ft

1

2

2.6

m
NPSHR

� ���

ø175

74.9

50 64
73

73

ø175

ø180

75.5

50 6464
73

73

ø180

ø188

76.4

50 64
73

73

ø188

ø196

77.3

50 6464
73

73

ø196

ø204

78.3

50 6464
73

73

77.5

77.5

ø204

ø212

79.2

50 64
73

73

77.5

77.5

ø212

ø219

80

50 6464
73

73

77.5

77.5

ø219

Qmin

58



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 65--250
Etabloc 1450 1/min

13,9 mm
13,9 mm

K1211.454/324/5

0 100 200 300 400US.gpm

0 100 200 300 340IM.gpm

0 5 10 15 20 25l/s

0 20 40 60 80 95m /h3

0 20 40 60 80 95m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

40

60

ft

10

15

20

24

m
Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

0

2

4

6

8

hp

0

2

4

6

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

5

10

ft

2

3

1.2

3.6

m
NPSHR

� ���

ø215

74.1

5858
68

68

73

73

ø215

ø220

74.3

58
6868

73

73

ø220

ø230

74.7

5858
6868

73

73

ø230

ø240

75.2

58
6868

73

73

ø240

ø250

75.6

5858
68

68

73

73

ø250

ø260

76

58
68

68

73

73

ø260

Qmin

59



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 65--315
Etabloc 1450 1/min

13,0 mm
13,0 mm

K1211.454/345/5

0 100 200 300 400 500US.gpm

0 100 200 300 400IM.gpm

0 10 20 30l/s

0 20 40 60 80 100 120m/h3

0 20 40 60 80 100 120m/h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

60

80

100

120

ft

15

20

25

30

35

39

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

5

10

15

hp

5

10

1

13

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

5

3

ft

1

2

2.6

m
NPSHR

� ���

ø260

70.9

4545
5959

6868

ø260

ø270

71.4

4545 59

6868

ø270

ø283

72.1

45 59
68

68

ø283

ø298

72.9

45 59
68

72.5

72.5

ø298

ø310

73.5

45 59
68

68

72.5

72.5

ø310

ø320

74

4545 59
68

68

72.5

72.5

ø320

Qmin

60



61



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 80--200
Etabloc 1450 1/min

23,5 mm
23,5 mm

K1211.454/363/5

0 200 400 600US.gpm

0 100 200 300 400 500IM.gpm

0 10 20 30 40l/s

0 20 40 60 80 100 120 140m/h3

0 20 40 60 80 100 120 140m/h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

40

25

ft

8

10

12

14

16

6.5

17.5

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

2

4

6

8

hp

2

4

6

0.5

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

2

4

ft

0.5

1.0

1.5

1.8

m
NPSHR

� ���

ø180

81

60
7070

78

78

ø180

ø190

81.6

60
7070

78

78

ø190

ø198

82.2

60
70

78

78

82

82

ø198

ø208

82.8

60 7070
78

78

82

82

ø208

ø219

83.5

60 7070
78

78

82

82

ø219

Qmin

62



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 80--250
Etabloc 1450 1/min

19,0 mm
19,0 mm

K1211.454/364/6

0 200 400 600US.gpm

0 100 200 300 400 500 560IM.gpm

0 10 20 30 40l/s

0 20 40 60 80 100 120 140 155m/h3

0 20 40 60 80 100 120 140 155m/h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

40

60

80

ft

10

15

20

25

27

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

5

10

hp

2

4

6

8

10

0.5

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

5

2

ft

1

2

3

0.4

m
NPSHR

� ���

ø215

78.3

60 6969
75

75

ø215

ø223

78.6

60 6969
75

75

ø223

ø231

79

60 6969
75

75

ø231

ø243

79.4

60 6969
75

75

79

79

ø243

ø256

80

60 6969
75

75

79

79

ø256

ø269

80.5

6060 69
75

75

79

79

ø269

Qmin

63



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 80--315
Etabloc 1450 1/min

18,7 mm
18,7 mm

K1211.454/385/5

0 200 400 600 800US.gpm

0 200 400 600 700IM.gpm

0 10 20 30 40 50 54l/s

0 20 40 60 80 120 140 160 180 195m /h3

0 20 40 60 80 120 140 160 180 195m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

60

80

100

120

ft

20

30

40

16

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

10

20

hp

5

10

15

20

1

22

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

0

15

ft

0

2

4

6

mNPSHR

� ���

ø269

75.8

50
6565

74

74

ø269

ø281

76

50
65

74

74

ø281

ø293

76.2

50
6565

74

74

ø293

ø305

76.5

50
6565

74

74

ø305

ø318

76.7

50
6565

74

74

76.5

76.5

ø318

ø334

77

50 6565
74

74

76.5

76.5

ø334

Qmin

64



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

KSB Aktiengesellschaft
67225 Frankenthal
Johann--Klein--Straße 9
67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 80--400
Etabloc 1450 1/min

13,0 mm
13,0 mm

K1211.454/386/6

0 200 400 600 800US.gpm

0 200 400 600 700IM.gpm

0 10 20 30 40 50 54l/s

0 20 40 60 80 120 140 160 180 200m /h3

0 20 40 60 80 120 140 160 180 200m /h3

Förderstrom/Flow/Débit/Portata/Capaciteit/Caudal

100

150

ft

30

40

50

60

22

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

0

20

40

hp

0

10

20

30

34

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

0

10

ft

0

2

4

m

NPSHR

� ���

ø315 MXF (APSAD)

71.3

4040 55
6565

70

70

ø315 MXF (APSAD)

ø330

71

40 5555
65

70

70

ø330

ø348

71.2

40 55
6565

70

70

ø348

ø366

71.5

4040 5555
6565

70

70

ø366

ø386

71.8

4040 55
6565

70

70

ø386

ø404

72

40 55
6565

70

70

ø404

Qmin

ø315 nur zugelassen für Etanorm MXF (APSAD)

ø315 nur zugelassen für Etanorm MXF (APSAD) H133 Herder

65



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 100--160
Etabloc 1450 1/min

36,0 mm
36,0 mm

K1211.454/391/5

0 200 400 600 800 900US.gpm

0 200 400 600 750IM.gpm

0 20 40 55l/s

0 20 40 60 80 100 120 160 180 200 215m /h3

0 20 40 60 80 100 120 160 180 200 215m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

20

30

ft

4

6

8

10

11

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

2

4

hp

2

3

4

1.4

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

10

6

ft

2

3

3.8

m

NPSHR

� ���

ø178/154

78

4848

64

76

76

ø178/154

ø178/164

79.1

48
64

76

76

ø178/164

ø185/168

80.2

48
6464

76

76

ø185/168

ø185

82

48
64

76

76

81

81

ø185

Qmin

66



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 100--200
Etabloc 1450 1/min

32,5 mm
32,5 mm

K1211.454/393/5

0 200 400 600 800 950US.gpm

0 200 400 600 800IM.gpm

0 20 40 60l/s

0 20 40 60 80 100 120 160 180 200 220m /h3

0 20 40 60 80 100 120 160 180 200 220m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

20

40

ft

6

8

10

12

14

16

4.5

17

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

5

10

hp

2

4

6

8

1

kW
Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

10

20

ft

2

4

6

1

m

NPSHR

� ���

ø179

77

5050
65

74

74

ø179

ø179

ø189

79.1

50
65

74

74

ø189

ø197

80.8

5050 65
74

74

80

80

ø197

ø207

83

50 65
74

74

80

80

ø207

ø219

85.5

50 65
74

80

80

84

84

ø219

ø219

Qmin

67



68



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 100--315
Etabloc 1450 1/min

23,0 mm
23,0 mm

K1211.454/415/5

0 200 400 600 800 1000 1150US.gpm

0 200 400 600 800 950IM.gpm

0 20 40 60 75l/s

0 50 100 150 200 250 270m /h3

0 50 100 150 200 250 270m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

60

80

100

120

ft

20

30

40

16

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

20

5

hp

10

20

2

28

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

5

2

ft

1

2

3

0.4

m
NPSHR

� ���

ø270

78.5

60
7070

77

77

ø270

ø280

78.9

60
7070

77

77

ø280

ø293

79.4

60
70

77

77

ø293

ø307

79.9

60
7070

77

77

ø307

ø320

80.5

60
70

77

77

80

80

ø320

ø334

81

60
70

77

80

80

ø334

Qmin

69



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

KSB Aktiengesellschaft
67225 Frankenthal
Johann--Klein--Straße 9
67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 100--400
Etabloc 1450 1/min

17,0 mm
17,0 mm

K1211.454/416/6

0 200 400 600 800 1000 1100US.gpm

0 200 400 600 800 950IM.gpm

0 20 40 60 70l/s

0 50 100 150 200 250m /h3

0 50 100 150 200 250m /h3

Förderstrom/Flow/Débit/Portata/Capaciteit/Caudal

100

150

ft

30

40

50

60

22

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

20

40

hp

10

20

30

40

2

kW
Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

0

10

ft

0

2

3.5

m

NPSHR

� ���

ø317 MXF (APSAD)

73.8

45 60
7070

ø317 MXF (APSAD)

ø329

74

45 60
7070

ø329

ø343

74.2

45 60
70

74

74

ø343

ø358

74.4

45 60
7070

74

74

ø358

ø374

74.6

4545 60
7070

74

74

ø374

ø389

74.8

45 60
70

74

74

ø389

ø404

75

45 60
7070

74

74

ø404

Qmin

ø317 nur zugelassen für Etanorm MXF (APSAD)

ø317 nur zugelassen für Etanorm MXF (APSAD) H133 Herder

70



71



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 125--250
Etabloc 1450 1/min

37,0 mm
37,0 mm

K1211.454/444/6

0 500 1000 1500 1700US.gpm

0 200 400 600 800 1000 1200 1400IM.gpm

0 20 40 60 80 100 110l/s

0 50 100 150 200 250 300 350 400m /h3

0 50 100 150 200 250 300 350 400m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

40

60

80

ft

10

15

20

25

7

m
Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

10

20

hp

5

10

15

20

2

kW
Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

10

4

ft

2

4

1

5

mNPSHR

� ���

ø218

82

55
7070

7878

ø218

ø227

82.7

55
7070

7878

82.5

82.5

ø227

ø237

83.5

5555
70

7878

82.5

82.5

ø237

ø246

84.2

55 7070
7878

82.5

82.5

ø246

ø258

85.1

55 70 7878

82.582.5

85

85

ø258

ø269

86

55 70 7878

82.582.5

85

85

ø269

Qmin

72



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 125--315
Etabloc 1450 1/min

30,9 mm
30,9 mm

K1211.454/445/5

0 500 1000 1500US.gpm

0 200 400 600 800 1000 1200 1350IM.gpm

0 20 40 60 80 100l/s

0 50 100 150 200 250 300 350 380m /h3

0 50 100 150 200 250 300 350 380m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

60

80

100

120

ft

20

25

30

35

40

17

42

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

20

40

hp

10

20

30

4

38

kWLeistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

5

10

ft

1

2

3

3.4

m

NPSHR

� ���

ø270

78.3

6060
72

ø270

ø280

79

60
72

ø280

ø294

80.1

60
7272

79

79

ø294

ø306

80.9

60
7272

7979

ø306

ø320

82

6060
7272

7979

ø320

ø334

83

60
7272

7979

82

82

ø334

Qmin

73



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 125--400
Etabloc 1450 1/min

25,9 mm
25,9 mm

K1211.454/457/5

0 500 1000 1500 1800US.gpm

0 500 1000 1500IM.gpm

0 20 40 60 80 100 115l/s

0 50 100 150 200 300 350 400 420m /h3

0 50 100 150 200 300 350 400 420m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

100

150

200

ft

30

40

50

60

24

68

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

50

100

hp

20

40

60

5

75

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

10

2

ft2

4

0.5

m

NPSHR

� ���

ø330

79.5

62
7272

77

77

ø330

ø346

79.7

62
7272

77

77

ø346

ø362

80

62
7272

77

77

ø362

ø380

80.3

62
7272

7777

80

80

ø380

ø399

80.7

6262
72

7777
80

80

ø399

ø419

81

62
7272

7777
80

80

ø419

Qmin

P Etabloc <= 45 kW

Qmax Etabloc

74



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 150--200
Etabloc 1450 1/min

59,5 mm
59,5 mm

K1211.454/472/5

0 500 1000 1500 2000 2300US.gpm

0 500 1000 1500 1900IM.gpm

0 50 100 150l/s

0 100 200 300 400 500 540m /h3

0 100 200 300 400 500 540m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

20

40

ft

4

6

8

10

12

14

15.5

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

10

15

hp

4

6

8

10

12

13.5

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

10

20

ft

2

4

6

7.5

m
NPSHR

� ���

ø219/158

84

60
7070

80

80

ø219/158

ø222/173

84.6

60
70

80

80

ø222/173

ø223/189

85.2

60
7070

80

80

85

85

ø223/189

ø224/208

85.9

60
7070

80

80

85

85

ø224/208

ø224

86.5

60
7070

80

80

85

85

ø224

Qmin

75



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 150--250
Etabloc 1450 1/min

48,8 mm
48,8 mm

K1211.454/483/5

0 500 1000 1500 2000 2500 2800US.gpm

0 500 1000 1500 2000 2300IM.gpm

0 50 100 150 170l/s

0 100 200 300 400 500 600 640m /h3

0 100 200 300 400 500 600 640m /h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

20

40

60

80

ft

10

15

20

25

6

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

10

20

30

40

hp

10

20

30

6

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

10

16

ft

2

4

5

m

NPSHR

� ���

ø220

81

60
7070

80

80

ø220

ø230

82.4

60
7070

80

80

ø230

ø239

83.7

60
7070

80

80

ø239

ø250

85.3

60
7070

80

80

ø250

ø258

86.4

60
70

80

80

86

86

ø258

ø269

88

60
7070

8080

86

86

ø269

Qmin

76



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 150--315
Etabloc 1450 1/min

39,7 mm
39,7 mm

K1211.454/495/5

0 500 1000 1500 2000 2500US.gpm

0 500 1000 1500 2000IM.gpm

0 50 100 150l/s

0 100 200 300 400 500 600m/h3

0 100 200 300 400 500 600m/h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

50

100

ft

20

30

40

12

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

20

40

60

hp

10

20

30

40

50

6

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

10

2

ft2

4

0.5

m

NPSHR

� ���

ø264

83.4

60
7070

80

ø264

ø277

84

60
7070

8080

ø277

ø290

84.6

60
70

80

84

84

ø290

ø303

85.1

60 7070

80

84

84

ø303

ø317

85.7

60 7070

8080

84

84

ø317

ø334

86.5

60 70
8080

84

84

86

86

ø334

Qmin

P Etabloc <= 45 kW

Qmax Etabloc

77



Baureihe--Größe
Type--Size
Modèle

Tipo
Serie
Tipo

Nenndrehzahl
Nom. speed
Vitesse nom.

Velocità di rotazione nom.
Nominaal toerental
Revolutiones nom.

Laufrad--ø
Impeller Dia.
Diamètre de roue

ø Girante
ø Waaier
ø Rodete

Projekt
Project
Projet

Progetto
Projekt
Proyecto

Angebots--Nr.
Project No.
No. de l’offre

Offerta--No.
Offertenr.
Offerta--No.

Pos.--Nr.
Item No.
No. de pos.

Pos.--Nr.
Positienr.
Pos.--Nr.

KSB Aktiengesellschaft
Unternehmensbereich Pumpen
Industrie-- und Wassertechnik
Postfach 1725, 67225 Frankenthal
Joh.--Klein--Str. 9, 67227 Frankenthal

Laufradaustrittsbreite/Impeller outlet width/Largeur à la sortie de la roue
Luce della girante/Waaier uittredebreedte/Anchura de salida rodete

Etanorm 150--400
Etabloc 1450 1/min

33,0 mm
33,0 mm

K1211.454/496/5

0 500 1000 1500 2000 2500 2900US.gpm

0 500 1000 1500 2000 2400IM.gpm

0 50 100 150 180l/s

0 100 200 300 400 500 600 660m/h3

0 100 200 300 400 500 600 660m/h3

Förderstrom/Flow/Débit/Portata/Kapaciteit/Caudal

100

150

200

ft

30

40

50

60

22

68

m

Förderhöhe
TDH
Hauteur
Prevalenza
Opvoerhoogte
Altura

50

100

hp

20

40

60

80

5

95

kW

Leistungsbedarf
Power Input
Puiss. abs.
Potenza ass.
Opgenomen
vermogen
Potencia nec.

10

20

ft

2

4

6

1

m

NPSHR

� ���

ø330

82

6060
7575

80

80

ø330

ø347

82.6

6060
7575

80

80

ø347

ø363

83.1

60
7575

80

80

ø363

ø381

83.7

60
75

80

80

ø381

ø399

84.3

60
7575

80

80

84

84

ø399

ø419

85

60
75

80

80

84

84

ø419

Qmin

P Etabloc <= 45kW

Qmax Etabloc

78



K1222.101/0

79



K1222.102/0

80



K1222.103/0

81



K1222.104/0

82



K1222.105/0

83



K1222.106/0

84



K1222.107/0

85



K1222.108/0

86



K1222.109/0

87



K1222.110/0

88



K1222.111/0

89



K1222.112/0

90



K1222.113/0

91



K1222.114/0

92



K1222.115/0

93



K1222.201/0

94



K1222.202/0

95



K1222.203/0

96



K1222.204/0

97



K1222.205/0

98



K1222.206/0

99



K1222.207/0

100



K1222.208/0

101



K1222.209/0

102



K1222.210/0

103



K1222.211/0

104



K1222.212/0

105



K1222.213/0

106



K1222.214/0

107



K1222.215/0

108



109
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KSB Aktiengesellschaft
67225 Frankenthal, Johann-Klein-Str. 9, 67227 Frankenthal (Germany)
Tel.: (+49) 62 33/86-0 . Fax: (+49) 62 33/86-34 01 . www.ksb.com

Etanorm/Etabloc/Etanorm-R
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