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型號代碼� Model Numbers 

Actuator
Bonnet
Type

Plug
Form

Body
Type

Body
Material

Valve
Action

Trim
Material

Gland
Packing Gasket

Body
Size

Connection
Rating

Body Size 
1/2”
3/4”
1”
1 1/4”
1 1/2”
2”

15
20
25
32
40
50

65
80
04
05
06

2 1/2”
3”
4”
5”
6”

Connection Rating 
F1
F2
F3
FA
FB
FC
P1
P2
P3
P4

JIS 10K
JIS 20K
JIS 30K
ANSI 150LB
ANSI 300LB
ANSI 600LB
PN10
PN16
PN25
PN40

偉允是臺灣地區閥門製造商中領導者之一，成立於�1�9�7�5年。
偉允獲得了ISO9001:2000及歐系�C�E等質量體系認證，也是多家公司的�O�E�M供應商。

WYECO AUTO VALVE CO., LTD, established in 1975, is one of the leading valve manufacturers in 
Taiwan. With obtaining the certificate of ISO 9001:2000, Wyeco is also an OEM supplier for 
several companies.

主要產品�:

�1�.隔膜式控制閥
�2�.氣缸式控制閥
�3�.�Y型氣缸式控制閥
�4�.熱媒三通控制閥
�5�.超低溫手動閥
�6�.超低溫緊急關斷閥
�7�.氣缸式球塞閥
�8�.氣缸式蝶型閥
�9�.隔膜�/氣缸式膜片閥

Main Products

1. Diaphragm Actuated Control Valve
2. Cylinder Actuated Control Valve
3. Cylinder Actuated Y-type Control Valve
4. Heat Medium 3-Way Control Valve
5. Manual Valve for Hyper-Cryogenic
6. Hyper-Cryogenic Emergency Shut-off Valve
7. Cylinder Actuated Ball Valve
8. Cylinder Actuated Butterfly Valve
9. Diaphragm / Cylinder Actuated Diaphragm Valve

歡迎聯繫我們，以獲得更多資訊！

Please contact us for more details

http: //www.wyeco.com.tw
e-mail: wyeco@wyeco.com.tw 

886-2-2502-5166 

驅動部 閥蓋 閥芯型式 閥體類型 閥體材質 閥作用 閥門組件 密封墊片 閥體尺寸 連接方式中座襯墊

C Cylinder
Code代號 Actuator驅動部

氣缸

Standard
Extension
Radiator Fin
Bellows Seal

0
1
2
3

Code代號

標準式

加長式

散熱片式

伸縮囊管式

Bonnet閥蓋

8 On-Off
Code代號

開關
Plug Form閥塞型式

Globe Single Seat
3 Way Mixing Type
3 Way Diverting Type

GS
TM
TD

Code代號 Body Type閥體類型

球型單座

三通混合型

三通轉向型

FC

SC

S3

S4

S6

Code代號

鑄鐵FC250 Cast Iron FC250
鑄鋼� SCPH2
Cast Carbon Steel SCPH2

304不鏽鋼，鑄SCS13A
304 Stainless Steel, Cast SCS13A

316 Stainless Steel, Cast SCS14A
316不鏽鋼，鑄SCS14A

316L Stainless Steel, Cast SCS16A
316L不鏽鋼，鑄SCS16A

Body Material 閥體材質

O Air to Open 
C Air to Close 

Code代號 Valve Action閥作用

常關
常開

Code代號

鎳基合金 C

SUS304
SUS316
SUS316L
SUS440C

SO
S1
SL
S4
HC

Trim Material閥門組件

Hastelloy C

Asbestos Yarn & Carbon Graphite

T
G
A

Gland Packing 中座襯墊

V –特氟隆
石墨

石綿線和碳墨

V – Teflon
Grafoil

PTFE
Gylon
Non Asbestos
SUS316 / Grafoil
Spiralwound

P
Y
N
S
W

Gasket密封墊片

聚四氟乙稀

非石棉

SUS316 /石墨
螺旋型繞

閥體尺寸

連接方式

Code代號

Code代號

Code代號

Code代號
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  閥蓋類型� Type of Bonnet

標準型溫度

Standard Temperature� 

-17℃~+210℃� 

散熱型溫度

Radiator Fin Temperature� 

-20℃~+300℃

加長型溫度

Extension Temperature� 

-196℃~+280℃

伸縮囊管型溫度

Bellows Seal Temperature� 

-196℃~+350℃

關閉壓力� Allowable Shut-Off Pressure

單位� Unit : kg/cm²

Body Size Cylinder Size
Cv

Lift (mm) Fluid Shut -Off

15A

20A

25A

32A

40A

50A

65A

80A

100A

80

80

80

80

100

100

125

150

150

4.5

8

15

22

33

56

83

106

185

8

8

8

8

10

14

16

20

20

8.0

8.0

8.0

8.0

8.0

7.0

8.0

5.0

8.0

7.0

8.0

6.0

8.0

5.0

10.0

5.0

8.0

3.0

閥體尺寸 氣缸尺寸 移動(mm) 流體 關閉

蒸氣� Steam �(→�)

水� Water �(←�)

※Leakage Class : Ⅵ
※Air Supply : 15A ~ 65A ( 3 ~ 6 kg/cm²) , 80A ~ 100A ( 4 ~ 6 kg/cm²)

※洩漏等級: Ⅵ
※空氣供給: 15A ~ 65A ( 3 ~ 6 kg/cm²) , 80A ~ 100A ( 4 ~ 6 kg/cm²)

原理� Theory of Valve

Model : WY-C08GS series are actuated by cylinder. They provide high thrust because of their greater range of
supply pressure, and also can provide a long stroke. Cylinder-Type actuators, having features not provided by 
diaphragm actuators, are suitable for applications where compactness or higher thrust than that of diaphra-
gm actuators are required.  They are also installed for on/off, emergency shut-off control system.

WY-C08GS系列由氣缸進行調節，因為它能供給較高壓力所以它有較高的推力，同時也能提供一個較長
的沖程。氣缸式驅動部，具有膈膜式驅動部所沒有的特點，適用於比膈膜式驅動部高的推力的場所。
適用安裝於開關或緊急切斷控制系統。

規格 Specification

•Type : Single Seated, Globe Type
•Body Material : FC250, SCPH2, SCS13A, SCS14A, SCS16
•End Connection : Flanged End
•Pressure Rating : JIS 10K, 20K
                                     *ANSI Class 150LB,300LB
                                       DIN PN10, PN16
•Bonnet : Standard, Radiator Fin , Extension , Bellows Seal
•Gland Packing : V-Teflon , Grafoil
•Gasket : Non-Asbestos, Teflon , Gylon, SUS304/Grafoil, SUS316/Grafoil
•Actuator : Single Acting (1/2” ~ 4”), Double Acting (5” ~ 6”)

•型號�:單座，球型
•材質:FC250, SCPH2, SCS13A, SCS14A, SCS16
•連接方式�:法蘭
•壓力:JIS 10K, 20K
                *ANSI 等級 150LB,300LB
                  DIN PN10, PN16
•閥蓋:標準，散熱，加長，伸縮囊管� 
•密封墊:V-特氟隆，石墨 
•密封墊片�:非石棉，特氟隆，GYLON，SUS304�/石墨，SUS316�/石墨 
•驅動部�:單動(1/2” ~ 4”)� 雙動(5” ~ 6”)� 

閥門組件� Trim

•Valve Plug : Single Seated
•Plug Characteristics : On / Off
•Material : SUS304 , SUS316 , SUS316L
•Soft Seat:�P�T�F�E� 

•閥塞�:單座
•閥塞特點:開�/關
•材質�:SUS304 , SUS316 , SUS316L
•軟座�:�P�T�F�E� 

驅動部� Actuator

• Type : Single Acting
• Cylinder Material : Aluminum Alloy,S45C
• Air Supply : 3-6 kg/cm²
• Ambient Temperature : -20℃ ~ + 60℃

• 類型:單作動� 
• 氣缸材質:鋁合金,S45C
• 空氣供給:3-6 kg/cm²
• 環境溫度:-20℃ ~ + 60℃

閥作用 Valve Action

Air to open or air to close by using direct or reverse actuator . 

通過正向或反向調節氣開或氣關。

附件 Accessory

Handwheel, Solenoid Valve , Limit Switch , Air Set or others.

手輪，電磁閥，極限開關，空氣調節器或其他。

蒸氣� Steam �(→�)

水� Water �(←�)

蒸氣� Steam �(→�)

水� Water �(←�)

蒸氣� Steam �(→�)

水� Water �(←�)

蒸氣� Steam �(→�)

水� Water �(←�)

蒸氣� Steam �(→�)

水� Water �(←�)

蒸氣� Steam �(→�)

水� Water �(←�)

蒸氣� Steam �(→�)

水� Water �(←�)

蒸氣� Steam �(→�)

水� Water �(←�)
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單位 Unit : mm

型號� Model : WY – C 0 8 G S

Parts & Material零件和材質 Dimensions尺寸 Parts & Material零件和材質 Dimensions尺寸 單位 Unit : mm

ATO ATC

No

3

4

5

6

7

8

9

材質� Material
( SCPH2)

材質� Material
( SCS13A )

SS41

FC250

PTFE

SS41

SUS316

SUS304

SCPH2

SS41

FC250

PTFE

SUS304

SUS316

SUS304

SCS13A

Part Name

零件名稱

1

2

Actuator Stem

Yoke

V-Packing

Bonnet

Plug Stem

Plug

Body

Handwheel

Cylinder

Aluminum Alloy Aluminum Alloy

Aluminum Alloy Aluminum Alloy

活塞桿

支架

V型封圈

閥蓋

閥桿

閥塞

閥體

手輪

氣缸

ATO ATC

型號� Model : WY – C 1 8 G S

mm inch
L H1

H2 DH H2 DH

15

20

25

40

50

65

80

100

1/2

3/4

1

1 1/2

2

2 1/2

3

4

130

150

160

200

230

290

310

350

82

82

82

99

106

118

132

149

592

592

592

653

660

702

796

815

674

674

674

752

766

820

928

964

120

120

120

150

150

175

208

208

549

549

549

615

622

662

761

780

120

120

120

150

150

175

200

200

631

631

631

714

728

780

893

929

閥門 Valve ATCATO閥門 Valve ATOATC

mm inch H2 H2H H
L H1 D

15

20

25

32

40

50

65

80

100

1/2

3/4

1

1 1/4

1 1/2

2

2 1/2

3

4

130

150

160

180

200

230

290

310

350

82

82

82

93

99

106

118

132

149

340

340

340

350

408

414

441

530

547

422

422

422

443

507

520

559

662

696

375

375

375

387

446

453

483

574

592

457

457

457

480

545

559

601

706

741

120

120

120

120

150

150

175

200

200

Part Name
No

3

4

5

6

7

8

9

10

材質� Material
( FC250 )

材質� Material
( SCS13A )

Actuator Stem

Yoke

V-Packing

Bonnet

Plug Stem

Plug

Seat Ring

Body

SS41

FC250

PTFE

FC250

SUS316

SUS316

PTFE

FC250

SS41

FC250

PTFE

SUS304

SUS316

SUS316

PTFE

SUS304

零件名稱

活塞桿

支架

V型封圈

閥蓋

閥桿

閥塞

止封環

閥體

手輪

氣缸

1

2

Handwheel

Cylinder

Aluminum Alloy Aluminum Alloy

Aluminum Alloy Aluminum Alloy



54

單位 Unit : mm

型號� Model : WY – C 0 8 G S

Parts & Material零件和材質 Dimensions尺寸 Parts & Material零件和材質 Dimensions尺寸 單位 Unit : mm

ATO ATC

No

3

4

5

6

7

8

9

材質� Material
( SCPH2)

材質� Material
( SCS13A )

SS41

FC250

PTFE

SS41

SUS316

SUS304

SCPH2

SS41

FC250

PTFE

SUS304

SUS316

SUS304

SCS13A

Part Name

零件名稱

1

2

Actuator Stem

Yoke

V-Packing

Bonnet

Plug Stem

Plug

Body

Handwheel

Cylinder

Aluminum Alloy Aluminum Alloy

Aluminum Alloy Aluminum Alloy

活塞桿

支架

V型封圈

閥蓋

閥桿

閥塞

閥體

手輪

氣缸

ATO ATC

型號� Model : WY – C 1 8 G S

mm inch
L H1

H2 DH H2 DH

15

20

25

40

50

65

80

100

1/2

3/4

1

1 1/2

2

2 1/2

3

4

130

150

160

200

230

290

310

350

82

82

82

99

106

118

132

149

592

592

592

653

660

702

796

815

674

674

674

752

766

820

928

964

120

120

120

150

150

175

208

208

549

549

549

615

622

662

761

780

120

120

120

150

150

175

200

200

631

631

631

714

728

780

893

929

閥門 Valve ATCATO閥門 Valve ATOATC

mm inch H2 H2H H
L H1 D

15

20

25

32

40

50

65

80

100

1/2

3/4

1

1 1/4

1 1/2

2

2 1/2

3

4

130

150

160

180

200

230

290

310

350

82

82

82

93

99

106

118

132

149

340

340

340

350

408

414

441

530

547

422

422

422

443

507

520

559

662

696

375

375

375

387

446

453

483

574

592

457

457

457

480

545

559

601

706

741

120

120

120

120

150

150

175

200

200

Part Name
No

3

4

5

6

7

8

9

10

材質� Material
( FC250 )

材質� Material
( SCS13A )

Actuator Stem

Yoke

V-Packing

Bonnet

Plug Stem

Plug

Seat Ring

Body

SS41

FC250

PTFE

FC250

SUS316

SUS316

PTFE

FC250

SS41

FC250

PTFE

SUS304

SUS316

SUS316

PTFE

SUS304

零件名稱

活塞桿

支架

V型封圈

閥蓋

閥桿

閥塞

止封環

閥體

手輪

氣缸

1

2

Handwheel

Cylinder

Aluminum Alloy Aluminum Alloy

Aluminum Alloy Aluminum Alloy



76

型號� Model : WY – C 2 8 G S 型號� Model : WY – C 3 8 G S

ATO ATC

ATO ATC

單位 Unit : mmParts & Material零件和材質 Dimensions尺寸

阀门 ValveNo

3

4

5

6

7

8

9

材質� Material
( SCPH2)

材質� Material
( SCS13A )

SS41

FC250

Grafoil

SS41

SUS316

SUS304

SCPH2

SS41

FC250

 Grafoil

SUS304

SUS316

SUS304

SCS13A

Part Name

零件名稱

Aluminum Alloy Aluminum Alloy

Aluminum Alloy Aluminum Alloy

Actuator Stem

Yoke

V-Packing

Bonnet

Plug Stem

Plug

Body

Handwheel

Cylinder

1

2

活塞桿

支架

V型封圈

閥蓋

閥桿

閥塞

閥體

手輪

氣缸

No

3

4

5

6

7

8

9

10

材質� Material
( FC250 )

材質� Material
( SCS13A )

Actuator Stem

Yoke

V-Packing

Bellow Seal

Bonnet

Plug Stem

Plug

Body

SS41

FC250

PTFE

SUS316

SS41

SUS316

SUS304

SCPH2

SS41

FC250

PTFE

SUS316

SUS304

SUS316

SUS304

SCS13A

Aluminum Alloy Aluminum Alloy

Aluminum Alloy Aluminum Alloy

活塞桿

支架

V型封圈

伸縮囊管

閥蓋

閥桿

閥塞

閥體

手輪

氣缸

1

2

Handwheel

Cylinder

Part Name

零件名稱

單位 Unit : mmParts & Material零件和材質 Dimensions尺寸

mm inch
L H1

H2 DH H2 DH

15

20

25

40

50

65

80

100

1/2

3/4

1

1 1/2

2

2 1/2

3

4

130

150

160

200

230

290

310

350

82

82

82

99

106

118

132

149

496

496

496

578

582

611

704

758

578

578

578

677

688

729

836

907

120

120

120

150

150

175

208

208

453

453

453

537

544

574

669

688

120

120

120

150

150

175

200

200

535

535

535

636

650

692

801

837

 閥門 Valve ATCATO

mm inch
L H1

H2 DH H2 DH

15

20

25

40

50

65

80

100

1/2

3/4

1

1 1/2

2

2 1/2

3

4

130

150

160

200

230

290

310

350

82

82

82

99

106

118

132

149

631

631

631

684

691

754

814

833

713

713

713

783

797

872

946

982

120

120

120

150

150

175

208

208

588

588

588

646

650

714

779

798

120

120

120

150

150

175

200

200

670

670

670

745

756

832

911

947

  閥門 Valve ATCATO



76

型號� Model : WY – C 2 8 G S 型號� Model : WY – C 3 8 G S

ATO ATC

ATO ATC

單位 Unit : mmParts & Material零件和材質 Dimensions尺寸

阀门 ValveNo

3

4

5

6

7

8

9

材質� Material
( SCPH2)

材質� Material
( SCS13A )

SS41

FC250

Grafoil

SS41

SUS316

SUS304

SCPH2

SS41

FC250

 Grafoil

SUS304

SUS316

SUS304

SCS13A

Part Name

零件名稱

Aluminum Alloy Aluminum Alloy

Aluminum Alloy Aluminum Alloy

Actuator Stem

Yoke

V-Packing

Bonnet

Plug Stem

Plug

Body

Handwheel

Cylinder

1

2

活塞桿

支架

V型封圈

閥蓋

閥桿

閥塞

閥體

手輪

氣缸

No

3

4

5

6

7

8

9

10

材質� Material
( FC250 )

材質� Material
( SCS13A )

Actuator Stem

Yoke

V-Packing

Bellow Seal

Bonnet

Plug Stem

Plug

Body

SS41

FC250

PTFE

SUS316

SS41

SUS316

SUS304

SCPH2

SS41

FC250

PTFE

SUS316

SUS304

SUS316

SUS304

SCS13A

Aluminum Alloy Aluminum Alloy

Aluminum Alloy Aluminum Alloy

活塞桿

支架

V型封圈

伸縮囊管

閥蓋

閥桿

閥塞

閥體

手輪

氣缸

1

2

Handwheel

Cylinder

Part Name

零件名稱

單位 Unit : mmParts & Material零件和材質 Dimensions尺寸

mm inch
L H1

H2 DH H2 DH

15

20

25

40

50

65

80

100

1/2

3/4

1

1 1/2

2

2 1/2

3

4

130

150

160

200

230

290

310

350

82

82

82

99

106

118

132

149

496

496

496

578

582

611

704

758

578

578

578

677

688

729

836

907

120

120

120

150

150

175

208

208

453

453

453

537

544

574

669

688

120

120

120

150

150

175

200

200

535

535

535

636

650

692

801

837

 閥門 Valve ATCATO

mm inch
L H1

H2 DH H2 DH

15

20

25

40

50

65

80

100

1/2

3/4

1

1 1/2

2

2 1/2

3

4

130

150

160

200

230

290

310

350

82

82

82

99

106

118

132

149

631

631

631

684

691

754

814

833

713

713

713

783

797

872

946

982

120

120

120

150

150

175

208

208

588

588

588

646

650

714

779

798

120

120

120

150

150

175

200

200

670

670

670

745

756

832

911

947

  閥門 Valve ATCATO



98

型號� Model : WY – C08TM 型號� Model : WY – C08TD

Mixing混流 Diverting分流

型號� Model : WY – C18TM 型號� Model : WY – C18TD

Mixing混流 Diverting分流

M1 AAB

B

AB A

B

M2

D1 AAB

B

AB A

B

D2

M1 AAB

B

AB A

B

M2

D1 AAB

B

AB A

B

D2

No

2

3

4

5

6

7

8

9

材質� Material
( FC250)

材質� Material
( SCS13A )

Actuator Stem

Yoke

V-Packing

Bonnet

Plug Stem

Plug

Seat Ring

Body

SS41

FC250

PTFE

FC250

SUS316

SUS316

PTFE

FC250

SS41

FC250

PTFE

SUS304

SUS316

SUS316

PTFE

SCS13A

Aluminum Alloy Aluminum Alloy

活塞桿

支架

V型封圈

閥蓋

閥桿

閥塞

止封環

閥體

氣缸 Cylinder1

Part Name
零件名稱

mm inch
L H1

H2 DH H2 DH

Mixing

15

20

25

32

40

50

65

80

100

1/2

3/4

1

1 1/4

1 1/2

2

2 1/2

3

4

130

150

160

180

200

230

290

310

350

140

140

140

140

162

170

195

215

240

383

383

383

394

445

452

481

565

582

523

523

523

534

607

622

676

780

822

120

120

120

120

150

150

175

208

208

375

375

375

387

446

453

483

574

592

120

120

120

120

150

150

175

200

200 

515

515

515

527

608

623

678

789

832

  閥門 Valve 混流 Diverting分流
No

2

3

4

5

6

7

8

材質� Material
(SCPH2)

材質� Material
( SCS13A )

Actuator Stem

Yoke

V-Packing

Bonnet

Plug Stem

Plug

Body

SS41

FC250

PTFE

SS41

SUS316

SUS304

SCPH2

SS41

FC250

PTFE

SUS304

SUS316

SUS304

SCS13A

Aluminum Alloy Aluminum Alloy

活塞桿

支架

V型封圈

閥蓋

閥桿

閥塞

閥體

氣缸 Cylinder1

Part Name
零件名稱

mm inch
L H1

H2 DH H2 DH

15

20

25

40

50

65

80

100

1/2

3/4

1

1 1/2

2

2 1/2

3

4

130

150

160

200

230

290

310

350

140

140

140

162

170

195

215

240

592

592

592

653

660

702

796

815

732

732

732

815

830

897

1011

1055

120

120

120

150

150

175

208

208

549

549

549

615

622

662

761

780

120

120

120

150

150

175

200

200

689

689

689

777

792

857

976

1020

 閥門 Valve Mixing混流 Diverting分流

單位 Unit : mmParts & Material零件和材質 Dimensions尺寸 單位 Unit : mmParts & Material零件和材質 Dimensions尺寸
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型號� Model : WY – C08TM 型號� Model : WY – C08TD

Mixing混流 Diverting分流

型號� Model : WY – C18TM 型號� Model : WY – C18TD

Mixing混流 Diverting分流

M1 AAB

B

AB A

B

M2

D1 AAB

B

AB A

B

D2

M1 AAB

B

AB A

B

M2

D1 AAB

B

AB A

B

D2

No

2

3

4

5

6

7

8

9

材質� Material
( FC250)

材質� Material
( SCS13A )

Actuator Stem

Yoke

V-Packing

Bonnet

Plug Stem

Plug

Seat Ring

Body

SS41

FC250

PTFE

FC250

SUS316

SUS316

PTFE

FC250

SS41

FC250

PTFE

SUS304

SUS316

SUS316

PTFE

SCS13A

Aluminum Alloy Aluminum Alloy

活塞桿

支架

V型封圈

閥蓋

閥桿

閥塞

止封環

閥體

氣缸 Cylinder1

Part Name
零件名稱

mm inch
L H1

H2 DH H2 DH

Mixing

15

20

25

32

40

50

65

80

100

1/2

3/4

1

1 1/4

1 1/2

2

2 1/2

3

4

130

150

160

180

200

230

290

310

350

140

140

140

140

162

170

195

215

240

383

383

383

394

445

452

481

565

582

523

523

523

534

607

622

676

780

822

120

120

120

120

150

150

175

208

208

375

375

375

387

446

453

483

574

592

120

120

120

120

150

150

175

200

200 

515

515

515

527

608

623

678

789

832

  閥門 Valve 混流 Diverting分流
No

2

3

4

5

6

7

8

材質� Material
(SCPH2)

材質� Material
( SCS13A )

Actuator Stem

Yoke

V-Packing

Bonnet

Plug Stem

Plug

Body

SS41

FC250

PTFE

SS41

SUS316

SUS304

SCPH2

SS41

FC250

PTFE

SUS304

SUS316

SUS304

SCS13A

Aluminum Alloy Aluminum Alloy

活塞桿

支架

V型封圈

閥蓋

閥桿

閥塞

閥體

氣缸 Cylinder1

Part Name
零件名稱

mm inch
L H1

H2 DH H2 DH

15

20

25

40

50

65

80

100

1/2

3/4

1

1 1/2

2

2 1/2

3

4

130

150

160

200

230

290

310

350

140

140

140

162

170

195

215

240

592

592

592

653

660

702

796

815

732

732

732

815

830

897

1011

1055

120

120

120

150

150

175

208

208

549

549

549

615

622

662

761

780

120

120

120

150

150

175

200

200

689

689

689

777

792

857

976

1020

 閥門 Valve Mixing混流 Diverting分流

單位 Unit : mmParts & Material零件和材質 Dimensions尺寸 單位 Unit : mmParts & Material零件和材質 Dimensions尺寸



1110

型號� Model : WY – C28TM 型號� Model : WY – C28TD

單位 Unit : mmParts & Material零件和材質 Dimensions尺寸

型號� Model : WY – C38TM 型號� Model : WY – C38TD

單位 Unit : mmParts & Material零件和材質 Dimensions尺寸

Mixing混流 Diverting分流 Mixing混流 Diverting分流

M1 AAB

B

AB A

B

M2

D1 AAB

B

AB A

B

D2

M1 AAB

B

AB A

B

M2

D1 AAB

B

AB A

B

D2

mm inch
L H1

H2 DH H2 DH

15

20

25

40

50

65

80

100

1/2

3/4

1

1 1/2

2

2 1/2

3

4

130

150

160

200

230

290

310

350

140

140

140

162

170

195

215

240

496

496

496

578

582

611

704

758

636

636

636

740

752

806

919

998

120

120

120

150

150

175

200

200

453

453

453

537

544

574

669

688

120

120

120

150

150

175

200

200

593

593

593

699

714

769

884

928

No

2

3

4

5

6

7

8

Actuator Stem

Yoke

V-Packing

Bonnet

Plug Stem

Plug

Body

SS41

FC250

Grafoil

SS41

SUS316

SUS304

SCPH2

SS41

FC250

Grafoil

SUS304

SUS316

SUS304

SCS13A

材質� Material
( SCPH2)

材質� Material
( SCS13A )

Aluminum Alloy Aluminum Alloy

活塞桿

支架

V型封圈

閥蓋

閥桿

閥塞

閥體

氣缸

Part Name
零件名稱

Cylinder1

Mixing 閥門 Valve 混流 Diverting分流
No

mm inch
L H1

H2 DH H2 DH

15

20

25

40

50

65

80

100

1/2

3/4

1

1 1/2

2

2 1/2

3

4

130

150

160

200

230

290

310

350

140

140

140

162

170

195

215

240

631

631

631

684

691

754

814

833

771

771

771

846

861

949

1029

1073

120

120

120

150

150

175

208

208

588

588

588

646

650

714

779

798

120

120

120

150

150

175

200

200

728

728

728

808

820

909

994

1038

材質� Material
( SCPH2)

材質� Material
( SCS13A )Part Name

零件名稱 Mixing 閥門 Valve 混流 Diverting分流

氣缸 Cylinder1

活塞桿

支架

V型封圈

伸縮囊管

閥蓋

閥桿

閥塞

閥體

2

3

4

5

6

7

8

9

Aluminum Alloy Aluminum Alloy

Actuator Stem

Yoke

V-Packing

  Cellow Seal

Bonnet

Plug Stem

Plug

Body

SS41

FC250

PTFE

SUS316

SS41

SUS316

SUS304

SCPH2

SS41

FC250

PTFE

SUS316

SUS304

SUS316

SUS304

SCS13A



1110

型號� Model : WY – C28TM 型號� Model : WY – C28TD

單位 Unit : mmParts & Material零件和材質 Dimensions尺寸

型號� Model : WY – C38TM 型號� Model : WY – C38TD

單位 Unit : mmParts & Material零件和材質 Dimensions尺寸

Mixing混流 Diverting分流 Mixing混流 Diverting分流

M1 AAB

B

AB A

B

M2

D1 AAB

B

AB A

B

D2

M1 AAB

B

AB A

B

M2

D1 AAB

B

AB A

B

D2

mm inch
L H1

H2 DH H2 DH

15

20

25

40

50

65

80

100

1/2

3/4

1

1 1/2

2

2 1/2

3

4

130

150

160

200

230

290

310

350

140

140

140

162

170

195

215

240

496

496

496

578

582

611

704

758

636

636

636

740

752

806

919

998

120

120

120

150

150

175

200

200

453

453

453

537

544

574

669

688

120

120

120

150

150

175

200

200

593

593

593

699

714

769

884

928

No

2

3

4

5

6

7

8

Actuator Stem

Yoke

V-Packing

Bonnet

Plug Stem

Plug

Body

SS41

FC250

Grafoil

SS41

SUS316

SUS304

SCPH2

SS41

FC250

Grafoil

SUS304

SUS316

SUS304

SCS13A

材質� Material
( SCPH2)

材質� Material
( SCS13A )

Aluminum Alloy Aluminum Alloy

活塞桿

支架

V型封圈

閥蓋

閥桿

閥塞

閥體

氣缸

Part Name
零件名稱

Cylinder1

Mixing 閥門 Valve 混流 Diverting分流
No

mm inch
L H1

H2 DH H2 DH

15

20

25

40

50

65

80

100

1/2

3/4

1

1 1/2

2

2 1/2

3

4

130

150

160

200

230

290

310

350

140

140

140

162

170

195

215

240

631

631

631

684

691

754

814

833

771

771

771

846

861

949

1029

1073

120

120

120

150

150

175

208

208

588

588

588

646

650

714

779

798

120

120

120

150

150

175

200

200

728

728

728

808

820

909

994

1038

材質� Material
( SCPH2)

材質� Material
( SCS13A )Part Name

零件名稱 Mixing 閥門 Valve 混流 Diverting分流

氣缸 Cylinder1

活塞桿

支架

V型封圈

伸縮囊管

閥蓋

閥桿

閥塞

閥體

2

3

4

5

6

7

8

9

Aluminum Alloy Aluminum Alloy

Actuator Stem

Yoke

V-Packing

  Cellow Seal

Bonnet

Plug Stem

Plug

Body

SS41

FC250

PTFE

SUS316

SS41

SUS316

SUS304

SCPH2

SS41

FC250

PTFE

SUS316

SUS304

SUS316

SUS304

SCS13A
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偉允閥業股份有限公司
�W�Y�E�C�O� �A�U�T�O� �V�A�L�V�E�S� �C�O�.�,� �L�T�D�.
台北市建國北路三段�9�8號�4樓
�T�E�L�:�0�2�-�2�5�0�2�-�5�1�6�6� �F�A�X�:�0�2�-�2�5�0�1�-�2�8�6�3

MESSRS:
REF No.:
ISSUED BY:
ISSUED DATE:

Remark : (1) STD  : Standard CF : Cooling Fin EX  : Extension BE  : Bellows Seal
(2) DP  : Diaphragm EM  : Electrical Motor PC  : Pneumatic Cylinder
(3) FC  : Failure Close FO  : Failure Open
(4) P/P  : Pneumatic / Pneumatic Positioner E/P  : Electric / Pneumatic Positioner
(5) Density : Gas : kg/nm3 Liquid / Steam  : kg/ M3

SPECIFICATION SHEET  FOR  CONTROL  VALVES
1 Item No.
2 Tag No.
3 Quantity
4 Service Location
5 Piping Size / Schedule / / /
6 End Connection & Rating
7 Max. Allowed Sound Lever (dBA)
8 Body Type
9 Body Size / Port Size / / /

10 Body
11 Trim
12

Material
Seat

13 Flow Characteristic
14 Gland Packing
15 Seat Leakage Class
16 Environ Seal (VOC)
17 Gasket
18 Bonnet Type (1)
19 Type of Actuator (2)
20 Close at / Open at / / /
21 Failure Position (3)
22 Handwheel & Location

23 Positioner (4)
Input Signal / Output Pressure / / /

Air Set & Gauges

Air Supply

Limit Switch Open / Close
Solenoid Valve
Booster

yr
oss

ecc
A Enclosure

Flow Unit Gas  : nm3/h Liquid  : m3/h Steam  : kg/h
Fluid
Flow Rate Max. / Nor. / / /
Temp ℃ Max. / Nor. / / /

Inlet Press. Max. / Nor. / / /
Outlet Press. Max. / Nor. / / /
Shut -Off PMax / For Sizing / / /

Density         kg/m³  (5)
S.G / M.W.             (6) / / /
Vapor Pressure
Viscosity

Calculated Max. / Nor. / / /
Valve Velocity
Valve Opening Max. / Nor. / / /
Total Noise   (dBA)

v
C

Selected

O
p

er
at

io
n

 C
o

n
d

it
io

n
Po

si
ti

o
n

er
A

ct
u

at
o

r

24

25

26
27
28
29
30
31
32
33

34
35
36

37
38
39
40
41
42
43
44
45

47
46

Critical Pressure
Critical Temperature


